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Disclaimer 
 

The information provided in this document has been produced in the context of the Copernicus Sentinel-5 Precursor 
Mission Performance Centre (S5P MPC). The activities leading to those results have been contracted by the European 
Space Agency (ESA) and coordinated by the Royal Belgian Institute for Space Aeronomy (BIRA-IASB) under 
supervision of the Royal Netherlands Meteorological Institute (KNMI) as the prime contractor. All information in this 
ŘƻŎǳƳŜƴǘ ƛǎ ǇǊƻǾƛŘŜŘ άŀǎ ƛǎέ ŀƴŘ ƴƻ ƎǳŀǊŀƴǘŜŜ ƻǊ ǿŀǊǊŀƴǘȅ ƛs given that the information is fit for any particular 
purpose. For the avoidance of all doubts, ESA, BIRA-IASB and KNMI expressly disclaim any and all warranties, express 
or implied, including without limitation warranties of merchantability and fitness for a particular purpose, with 
respect to the information. In no event shall ESA, BIRA-IASB and KNMI be liable for any direct, indirect, incidental, 
punitive, or consequential damages of any kind whatsoever with respect to the information. The user thereof uses 
the information at its sole risk and liability.  
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Executive Summary 

This document reports consolidated results of the routine operations validation service for the 

Sentinel-5 Precursor (S5P) Tropospheric Monitoring Instrument (TROPOMI) [ER_TROPOMI], a 

component of the European Earth Observation programme Copernicus [ER_CoperESA]. The S5P routine 

operations validation service is provided by the S5P Mission Performance Centre (MPC) for Level-1 

and Level-2 data products generated by both the Near Real Time (NRTI) and Offline (OFFL) 

processors since the first public data release in July 2018. This Routine Operations Consolidated 

Validation Report (ROCVR) integrates results from the MPC Validation Data Analysis Facility (VDAF) 

consortium [ER_VDAF] with ad hoc support from S5P Validation Team (S5PVT) AO projects [ER_S5PVT]. 

After its first seven months of operation, the MPC routine operations validation service confirms most 

of the conclusions and features described in the Product Readme Files (PRF) delivered with the S5P 

products, in which users can find detailed recommendations on S5P data usage to be followed.  

Radiance and Irradiance  

The validation of the wavelength assignment of the S5P L1B_UVN v01.00.00 products concludes to 

an agreement of 0.02 to 0.04 nm, which is within the pre-launch calibration accuracy. Initial validation 

of the L1B_RA reflectance with respect to OMI and OMPS independent satellite data indicates that 

TROPOMI is within 5% for the shorter wavelengths in band 3 and improving to 2% towards the longer 

wavelengths in band 4. For the short wave UV in band 1 TROPOMI L1B_RA is within 8% +/-2% of the 

expected modeled reflectance. In general radiometric errors in bands 1 and 3 are large but they vary 

slowly over wavelength and most L2 retrievals are insensitive to such errors. Additional validation 

indicates that for bands 3 to 7 the mission requirements for the reflectance are met. The largest source 

of error in the reflectance is due to the initial pre-launch irradiance calibration. This is a known issue 

that will be addressed in future updates.  

The validation of the TROPOMI L1B_IR irradiance product shows that it is within 3 to 10% depending 

on the used reference spectrum, and also that there is a radiometric mismatch between band 2 and 3. 

Additional validation with other solar irradiance spectra shows that the difference exhibits smooth 

wavelength dependence, most likely caused by optical setup effects during the on-ground calibration. 

This anomaly affects the UV and UVIS channels, and can be corrected for in the update of the Level-

0-to-1b processor. After this correction the difference with respect to reference spectra reduces to 2% 

and is within the expected radiometric accuracy. 

Ozone Column 

The S5P L2_O3 NRTI and OFFL total ozone column data and in good overall agreement with 

correlative ground-based measurements from the Brewer, Dobson and NDACC ZSL-DOAS/SAOZ 

monitoring networks, and also from the MetOp-A/B GOME-2, Aura OMI, and Suomi-NPP OMPS-nadir 

satellite instruments. Across the networks the mean bias of about +1% (NRTI) or +0.1% (OFFL) and 

the standard deviation of the relative difference both comply with mission requirements, that is, a bias 

lower than 3.5% and an uncertainty (dispersion) better than ±2.5%. 

The difference between S5P TROPOMI and other satellite data sets (GOME-2A, GOME-2B, OMI, 

OMPS) over cloudy scenes highlights differences in the cloud models used in the retrieval algorithms. 

Larger and/or systematic differences between satellite datasets also exist at high solar zenith angles 

(and hence at high latitudes), and in the case of uncertain ground albedo. 
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Nitrogen Dioxide 

The S5P L2_NO2 (NRTI and OFFL) stratospheric nitrogen dioxide column data is generally lower than 

the NDACC ZLS-DOAS ground-based measurements at about 12-18 stations from pole to pole, by 

approximately 0.4 Pmolec/cm2. This bias is close to the S5P mission requirements, that is, a bias of 

maximum 10%, which is equivalent to 0.2-0.4 Pmolec/cm2 depending on latitude and season.  

Compared to the ground-based MAX-DOAS column data at 4 NDACC stations in Europe, the S5P 

L2_NO2 (NRTI and OFFL) tropospheric NO2 column data exhibits a bias within the mission 

requirements of 50%. The comparison of S5P with OMI satellite data also shows good agreement, 

with difference of the order of 0.1 Pmolec/cm² (roughly 3%).  

Formaldehyde 

The S5P L2_HCHO OFFL formaldehyde tropospheric column data is generally lower than the NDACC 

MAXDOAS and FTIR ground-based measurements by less than 33%, which is better than the mission 

requirements (minimum bias of 40%). The dispersion of their difference, about 4.5 Pmolec.cm-2, is 

within the mission requirements of 12 Pmolec.cm-2 for the uncertainty. Despite a poorer amount of 

comparison pairs than for the L2_HCHO OFFL dataset, ground-based validation concludes to similar 

bias and uncertainty (dispersion) estimates for the L2_HCHO NRTI data product. 

Sulphur Dioxide 

The S5P L2_SO2 (NRTI and OFFL) sulphur dioxide column data are found in general good agreement 

with ground-based measurements and with other satellite observations. The bias and dispersion with 

respect to validation data are typically below 0.2 DU. From these comparisons it can be concluded that 

over polluted regions the mission requirements are fulfilled. Over volcanic plumes the requirement on 

the bias is fulfilled, but the requirement on the random component of the uncertainty often is not 

fulfilled. Here it should be noted that the current random requirement is very strict (0.15 ï 0.3 DU). For 

the often very high SO2 column values in volcanic plumes it is unrealistic that the random requirement 

can strictly be fulfilled and it is recommended to reconsider this random requirement.  

Carbon Monoxide 

The S5P L2_CO (NRTI and OFFL) total carbon monoxide column data is in good overall agreement 

with correlative measurements from the NDACC and TCCON FTIR monitoring networks. It exhibits a 

positive bias of +10% (NRTI) or +6% (OFFL) on an average, which falls well within the mission 

requirement (bias of maximum 15%). The standard deviation of the relative bias is on an average 4% 

against TCCON and 5% against NDACC, which is also with the mission requirement for precision 

(better than 10%). The averaged correlation coefficient reaches 0.9 for the TCCON network and 0.85 

for the comparison against NDACC sites. 

Clouds 

The S5P L2_CLOUD (NRTI and OFFL) cloud height data and cloud top height data compare 

favourably with ground-based measurements from the CLOUDNET and ARM networks. For about half 

of the 9 stations the discrepancy exceeds S5P data requirement on the bias (20%). However, the 

sensitivity of the TROPOMI NIR observations to clouds differs significantly from the sensitivity of 

CLOUDNET lidar/radar instruments used as a reference, and the error associated with the reference 

observations is also not yet included in those comparisons. Therefore we consider present validation 

results as positive. The S5P L2_CLOUD cloud height data (for both the CAL and CRB retrieval 

approaches) shows a bias towards the a-priori. This known bug will be fixed in the future. 
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For S5P L2_CLOUD cloud fraction and cloud optical thickness, satellite-to-satellite intercomparisons, 

for instance with Suomi-NPP VIIRS, offer better opportunities than comparisons with ground-based 

observations. This is work in progress; for now the daily mean distribution of cloud fraction, cloud top 

height and optical thickness as a function of latitude is compared with MODIS on the EOS-Aqua 

satellite.  

Aerosol Index 

The S5P L2_AER_AI (NRTI and OFFL) UV Aerosol Absorbing Index data is in good overall agreement 

with similar satellite data products from EOS-Aura OMI and Suomi-NPP OMPS. A bias slightly larger 

than 1 UVAI unit as compared to OMI and OMPS currently exceeds the mission requirement of 1 UVAI 

unit. The reasons for this bias are related to wavelength-dependent degradation and will be further 

addressed with the next update in S5P L1B data.  
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Processing Baseline Identification 

This document reports consolidated validation results for the following S5P TROPOMI data products: 
 

Product ID Stream Version In operation from In operation until 

L1B_RA1/2/é/8  01.00.00 orbit 2818, 2018-04-30 current version 

L1B_IR_UVN/SIR  01.00.00 orbit 2818, 2018-04-30 current version 

L2_O3 

NRTI 

01.00.00 
01.01.01 
01.01.02 
01.01.05 

orbit 02955, 2018-05-09 
orbit 03947, 2018-07-18  
orbit 04245, 2018-08-08 
orbit 05931, 2018-12-05 

orbit 03943, 2018-07-18 
orbit 04244, 2018-08-08 
orbit 05930, 2018-12-05 
current version 

OFFL 

01.00.00 
01.01.01 
01.01.02 
01.01.05 

orbit 03202, 2018-05-27  
orbit 04147, 2018-08-01 
orbit 04158, 2018-08-02 
orbit 05834, 2018-11-28 

orbit 03385, 2018-06-08 
orbit 04157, 2018-08-02 
orbit 05833, 2018-11-28 
current version 

L2_NO2 

NRTI 

01.00.01 
01.00.02 
01.01.00 
01.02.00 
01.02.02 

orbit 2955, 2018-05-09 
orbit 3745, 2018-07-04 
orbit 3947, 2018-07-18 
orbit 5336, 2018-10-24 
orbit 5931, 2018-12-05 

orbit 3364, 2018-06-07 
orbit 3946, 2018-07-18 
orbit 5333, 2018-07-24 
orbit 5929, 2018-12-05 
current version 

OFFL 

01.00.01 
01.00.02 
01.01.00 
01.02.00 
01.02.02 

orbit 2875, 2018-05-04 
orbit 3661, 2018-06-28 
orbit 3848, 2018-07-11 
orbit 5236, 2018-10-16 
orbit 5833, 2018-11-27 

orbit 3200, 2018-05-26 
orbit 3847, 2018-07-11 
orbit 5235, 2018-10-16 
orbit 5832, 2018-11-27 
current version 

L2_HCHO OFFL 

01.00.00 
01.01.01 
01.01.02 
01.01.05 

orbit 3202, 2018-05-27 
orbit 3848, 2018-07-10 
orbit 4147, 2018-07-31 
orbit 5832, 2018-11-27 

orbit 3847, 2018-07-10 
orbit 4146, 2018-07-31 
orbit 5831, 2018-11-27 
current version 

L2_SO2 

NRTI 

01.00.00 
01.01.01 
01.01.02 
01.01.05 

orbit 3202, 2018-05-27 
orbit 3848, 2018-07-10 
orbit 4147, 2018-07-31 
orbit 5832, 2018-11-27 

orbit 3847, 2018-07-10 
orbit 4146, 2018-07-31 
orbit 5831, 2018-11-27 
current version 

OFFL 

01.00.00 
01.01.01 
01.01.02 
01.01.05 

orbit 3202, 2018-05-27 
orbit 3848, 2018-07-10 
orbit 4147, 2018-07-31 
orbit 5832, 2018-11-27 

orbit 3847, 2018-07-10 
orbit 4146, 2018-07-31 
orbit 5831, 2018-11-27 
current version 

L2_CO 

NRTI 
01.02.00 
01.02.02 

orbit 5336, 2018-10-24 
orbit 5931, 2018-12-05 

orbit 5929, 2018-12-05 
current version 

OFFL 

01.00.02 
01.01.00 
01.02.00 
01.02.02 

orbit 3661, 2018-06-28 
orbit 3848, 2018-07-11 
orbit 5236, 2018-10-17 
orbit 5833, 2018-11-28 

orbit 3847, 2018-07-11 
orbit 5235, 2018-10-17 
orbit 5832, 2018-11-28 
current version 

L2_CLOUD 

NRTI 

01.00.00 
01.01.01 
01.01.02 
01.01.05 

orbit 02955, 2018-05-09 
orbit 03947, 2018-07-18 
orbit 04243, 2018-08-08 
orbit 05931, 2018-12-05 

orbit 03946, 2018-07-18 
orbit 04242, 2018-08-08 
orbit 05929, 2018-12-05 
current version 

OFFL 

01.00.00 
01.01.01 
01.01.02 
01.01.05 

orbit 02875, 2018-05-04 
orbit 03848, 2018-07-11 
orbit 04147, 2018-08-01 
orbit 05833, 2018-11-28 

orbit 03847, 2018-07-11 
orbit 04146, 2018-08-01 
orbit 05832, 2018-11-28 
current version 
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Product ID Stream Version In operation from In operation until 

L2_AER_AI 

NRTI 
01.02.00 
01.02.02 

orbit 05336, 2018-10-
24orbit05932, 2018-12-05 

orbit 05929, 2018-12-04 
current version 

OFFL 
01.02.00 
01.02.02 

orbit 05336, 2018-10-
24orbit05932, 2018-12-05 

orbit 05929, 2018-12-04 
current version 

Table 1 ï S5P TROPOMI data products and processor versions (NRTI near-real-time and OFFL off-line). Note: 

the operational phase (E2) of the S5P TROPOMI mission starts with orbit #2818. 
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Representative Quality Indicators 

Based on the validation results reported in this document, representative values of key quality 
indicators (bias and spread) have been derived for the following S5P operational data products: 
 

Product ID Stream Product Bias Dispersion Special features 

L2_O3 

NRTI O3 column 1% 2.5%  

OFFL O3 column 0% 2%  

L2_NO2 

NRTI 
NO2 troposphere 
NO2 stratosphere 

-35% 
-10% 

>0.7 Pm./cm2 
<0.5 Pm./cm2 

 

OFFL 
NO2 troposphere 
NO2 stratosphere 

-30% 
-10% 

>3.0 Pm./cm2 
<0.3 Pm./cm2 

 

L2_HCHO 
NRTI HCHO column -31% <4.5 Pm./cm2  

OFFL HCHO column -33% <4.0 Pm./cm2  

L2_SO2 
NRTI SO2 column 0.2 DU 0.2 DU  

OFFL SO2 column 0.2 DU 0.2 DU  

L2_CO 
NRTI CO column 10% 5% Along track stripes 

OFFL CO column 6% 5% Along track stripes 

L2_CLOUD 

NRTI 
CAL CTH 
CRB CH 

-15% 
-20% 

2 km 
2 km 

Bias towards the a priori in the cloud 
height parameter in all versions up 
to and including 01.01.05. 

OFFL 
CAL CTH 
CRB CH 

-15% 
-20% 

2 km 
2 km 

Bias towards the a priori in the cloud 
height parameter in all versions up 
to and including 01.01.05. 

L2_AER_AI 

NRTI aerosol index -1 AI unit 0.1 AI unit  

OFFL aerosol index -1 AI unit 0.1 AI unit  

Table 2 ï Representative quality indicators (bias and dispersion) as estimated from the validation studies of the 
S5P TROPOMI operational data products identified in the Table 1. The processor version number is not 

mentioned as the estimates are representative for all versions publicly available so far. CTH: cloud-top-height; 
CH: cloud height.  
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1 Introduction  

1.1 Background information on Sentinel-5 Precursor TROPOMI 

TROPOspheric Monitoring Instrument (TROPOMI) [ER_TROPOMI] is the unique payload of the 

ESA/Copernicus Sentinel-5 Precursor mission (S5P) launched on October 13, 2017. The prime 

function of TROPOMI is to monitor the global distribution of atmospheric trace gases and aerosols for 

a better understanding of air quality, the ozone layer, atmospheric chemistry, transport, ultraviolet 

radiation, and climate change. The instrument is a nadir-viewing hyperspectral spectrometer 

measuring, in the ultraviolet and visible (270-495 nm), near-infrared (675-775 nm) and shortwave 

infrared (2305-2385 nm), the solar radiation scattered by the Earthôs atmosphere and reflected by the 

Earthôs surface and by clouds, as well as solar spectral irradiance. Daily coverage at the high 

horizontal resolution of the order of 7 x 3.5 km2 is accomplished thanks to a Sun-synchronous polar 

orbit (equator crossing time of 13:30 local solar time) and a wide swath width of 2600 km across track. 

From the TROPOMI radiometric measurements of Earthôs radiance and solar irradiance, on-ground 

data processors retrieve the atmospheric abundance of ozone (O3), nitrogen dioxide (NO2), 

formaldehyde (HCHO), sulphur dioxide (SO2), carbon monoxide (CO), methane (CH4), as well as 

cloud and aerosol properties.  

 

With a 7-year operation lifetime, the S5P mission aims at filling in the anticipated observational gap of 

key atmospheric composition data between, from one part, Envisat SCIAMACHY (operational in 2002-

2012), EOS-Aura OMI (operational since 2004) and the EUMETSAT EPS MetOp GOME-2 series 

(since 2006, with MetOp-C launched in November 2018), and from the other part, the upcoming series 

of Copernicus Sentinel-5 missions foreseen after 2022. The S5P mission is also a key component of 

the space segment of the European Earth Observation programme Copernicus [ER_CoperESA]. As such, 

it has also an operational and service-oriented vocation.  

1.2 Mission Performance Centre ï Routine Operations Validation Service 

Procured by an international consortium contracted by the European Space Agency (ESA), the S5P 

Mission Performance Centre (MPC) provides an operational service-based response to the S5P 

mission requirements for quality control, calibration, validation and end-to-end system performance 

monitoring during the Routine Operations phase of the S5P mission.  

 

In-flight calibration and characterisation of the TROPOMI instrument, long-term monitoring of the 

instrument sensor performance and ageing, and routine Quality Control (QC) of the operational Level-

1 (radiometric) and Level-2 (geophysical) data products are coordinated by the Royal Dutch 

Meteorological Institute (KNMI), and documented on the TROPOMI Portal for Instrument and 

Calibration [ER_MPS] and the TROPOMI Portal for Level-2 Quality Control [ER_L2QC].  

 

Geophysical validation of the operational Level-1 and Level-2 data products is coordinated by the 

Royal Belgian Institute for Space Aeronomy (BIRA-IASB), and documented on the Portal of the 

TROPOMI Validation Data Analysis Facility (VDAF) [ER_VDAF]. The TROPOMI routine operations 

validation service makes use of Fiducial Reference Measurements (FRM) and other correlative data of 

documented quality (ground-based and satellite measurements, dedicated campaigns, numerical 

modelling), to assess the overall quality, the compliance with mission requirements and the validity of 

uncertainty estimates of the TROPOMI data products. This service monitors validation results on a 

cyclic basis and produces every three months the present Routine Operations Consolidated Validation 

Report (ROCVR). It also contributes quality assessment support to the evolution of data processors. 

http://mps.tropomi.eu/
http://mps.tropomi.eu/
http://mpc-l2.tropomi.eu/
http://mpc-vdaf.tropomi.eu/
http://mpc-vdaf.tropomi.eu/
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1.3 Purpose, scope and outline of this document 

The present document (DI-MPC-ROCVR) reports consolidated validation results for the S5P 

TROPOMI Level-1 and Level-2 operational data products. This report has been produced by the S5P 

MPC routine operations validation service. It integrates validation results from the MPC Validation 

Data Analysis Facility (VDAF) consortium (Table 7) with results from other validation activities and 

dedicated field campaigns documented on the TROPOMI website [ER_TROPOMI], as well as ad hoc 

contributions from S5P Validation Team (S5PVT) AO projects [ER_S5PVT]. 

 

Updated regularly with a trimestral frequency, S5P data quality information provided in this document 

supersedes that provided in its previous versions. It complements S5P data quality information 

provided in the Product Readme Files (PRFs) attached to S5P data products release publicly. For 

details and for recommendations for data usage, data users are encouraged to read the PRF, Product 

User Manual (PUM) and Algorithm Theoretical Basis Document (ATBD) associated with the data 

products, all available on the Copernicus Sentinel Portal for S5P products and algorithms 

[ER_CoperATBD] and also on the TROPOMI Portal [ER_TROPOMI]. 

 

This version #02 of the ROCVR presents quality information for the S5P operational data products 

generated since the first public data release for the period July 2018 - February 2019, by both the 

Near Real Time (NRTI) and Offline (OFFL) processors. It is structured as follows: 
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2 S5P Data Quality Requirements  

Validation results can be interpreted to evaluate whether or not S5P Level 2 data products meet user 

requirements. Targets for key quality indicators of the S5P Level 2 data products have been 

formulated in the S5P Geophysical Validation Requirements document ([S5PVT-Req], Page 19) and the 

S5P Cal/Val Plan for the Operational Phase ([S5P-CSCOP], Page 14). Expressed in terms of 

measurement bias (estimate of the systematic measurement error) and dispersion (measurement 

uncertainty, that is, dispersion of the quantity values being attributed to the measurand), these targets 

are reproduced hereafter in Table 3. These targets are typical of several known applications; 

nevertheless, it is the uttermost responsibility of any users to check the fitness of the S5P data for their 

own purpose, with respect to their own particular requirements. 

 

 

ID 
S5P TROPOMI Level-2 

Data Product  
Requirement: 

Vertical Resolution 
Requirement: 

Bias 
Requirement: 

Dispersion 

L2_O3 Total O3 total column 3.5-5% 1.6%-2.5% 

L2_O3_PR O3 profile (incl. troposphere) 6 km 10-30% 10% 

L2_O3_TCL O3 tropospheric column tropospheric column 25% 10% 

L2_NO2 
NO2 stratospheric column stratospheric column <10% 0.5 Pmolec.cm-2 

NO2 tropospheric column tropospheric column 25-50% 0.7 Pmolec.cm-2 

L2_SO2 
Enhanced total SO2 total column <30% <0.15-0.3 DU 

Total SO2 total column <30-50% <1-3 DU 

L2_HCHO Total HCHO total column 40-80% 12 Pmolec.cm-2 

L2_CO Total CO total column 15% <10% 

L2_CH4 Total CH4 total column 1.5% 1% 

L2_CLOUD 

Cloud Fraction total column <20% 0.05 

Cloud Height (pressure) total column <20% <0.5km (30hPa) 

Cloud Optical Thickness total column <20% 10 (0.05) 

L2_AER_AI Aerosol Absorbing Index total column ~1 AAI <0.1 AAI 

L2_AER_ALH Aerosol Layer Height total column <100 hPa <50 hPa 

Table 3 ï Data quality targets for the mandatory Sentinel-5 Precursor TROPOMI Level 2 data products: 

measurement bias and (random) measurement uncertainty (adapted from [S5PVT-Req] and [S5P-CSCOP]). 
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3 Validation Results: L1B_RA and L1B_IR 

3.1 L1B products  

This Section reports on the validation of the S5P TROPOMI L1B product identified in Table 4.  

Table 4 ï Identification of the S5P TROPOMI L1B products evaluated in this Section. 

Product Stream Version In operation from In operation until 

L1B_RA1/é/8  01.00.00 orbit 2818, 2018-04-30 current version 

L1B_IR_UVN/SIR  01.00.00 orbit 2818, 2018-04-30 current version 

Note: The operational phase (E2) of the S5P TROPOMI mission starts with orbit #02818.  

 

3.2 Recommendations for data usage followed 

The product is stored as NetCDF4 file. The NetCDF4 file contains both the data and the metadata for 

the product. 

For OFFL and RPRO data the product is stored as a single file per satellite orbit, for NRTI data the 

product is stored as multiple files per orbit. 

An overview of the Sentinel-5p mission, the TROPOMI instrument and the algorithms for producing the 

L1b data products can be found in the Algorithm Theoretical Basis Document. Details of the data 

format are provided in the Input/Output Data Specification. The metadata contained in the L1b data 

products are described in the Metadata Specification. All these documents are available on 

https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-algorithms. 

For Level 2 processing and related validation, the following additional notices have been applied: 

¶ The L0-1b data processor annotates the data with quality assessment data in the fields 

spectral_channel_quality , measurement_quality  and ground_pixel_quality . Level 

2 developers are strongly encouraged to observe these quality fields in their retrievals and exclude 

flagged data as needed. 

¶ All 8 bands are processed individually in the L0-1b data processor. In case of missing data, for 

example in case of data drop-outs during downlinks, this does not necessarily impact all bands (to 

the same extent). This means that a scanline can be missing for some bands, where it is not 

missing for other bands. When combining data from multiple bands, Level 2 algorithms should 

therefore always check and match the delta_time  for these data and, in case of non-co-

registered bands, the geolocation as well.  

¶ For calculating reflectance from the radiance products, it is recommended to use the irradiance 

product with the sensing time close to the sensing time of the radiance product.  

3.3 Validation approach 

The S5P TROPOMI Level-1b data products have been compared to modelling output and to other 

satellite measurements, specifically from EOS-Aura OMI and from Suomi-NPP OMPS. 

https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-algorithms
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3.4 Validation of L1B NRTI 

The near-real time L1b products are not distributed to users, and they are not validated separately. 

NRTI products use the same L01b data processor algorithms, and can only differ when the Calibration 

Key Data (CKD) used differs from OFFL. Currently no CKD is dynamically updated in OFFL, and 

hence no difference exists between NRTI and OFFL. 

3.5 Validation of L1B OFFL 

The validation of the wavelength assignment of the L1B_UVN products shows agreement of 0.02 to 

0.04 nm, which is within the pre-launch calibration accuracy. 

Initial validation of the L1B_RA reflectance with respect to OMI and OMPS data indicates that 

TROPOMI is within 5% for the shorter wavelengths in band 3 and improving to 2% towards the longer 

wavelengths in band 4. For the short wave UV in band 1 TROPOMI is within 8% +/-2% of the expected 

modeled reflectance.  

In general radiometric errors in bands 1 and 3 are large but they vary slowly over wavelength and 

most L2 retrievals are insensitive to such errors. Additional validation indicates that for bands 3 to 7 

the mission requirements for the reflectance are met if the uncertainty of the method of 3 to 5% is 

taken into account.  

The largest source of error in the reflectance is due to the initial pre-launch irradiance calibration. This 

is a known issue and will be addressed in future updates.  

The validation of the TROPOMI L1B_IR irradiance product shows that it is within 3 to 10% depending 

on the used reference spectrum and that there is a radiometric mismatch between band 2 and 3. 

Additional validation with other solar irradiance spectra concludes that the difference shows a smooth 

wavelength dependence, most likely caused by optical setup effects during the on-ground calibration. 

This anomaly affects the UV and UVIS channels, and can be corrected for in the update of the L01b 

processor. After this correction the differences with reference spectra reduces to 2% and is within the 

expected radiometric accuracy. For the NIR and SWIR channels the difference shows no wavelength 

dependence but an offset that is within the radiometric accuracy budget. For these channels no 

correction is foreseen. 
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4 Validation Results: L2_O3 

4.1 L2_O3 products and requirements 

This Section reports on the validation of the S5P TROPOMI L2_O3 product identified in Table 1. 

Validation results are discussed with respect to the product quality targets outlined in Table 3. 
 

4.2 Validation approach 

4.2.1 Ground-based networks 

S5P TROPOMI L2_O3 total ozone column data are routinely compared to reference measurements 

acquired by instruments contributing to WMOôs Global Atmosphere Watch (GAW): (1) Brewer (Kerr et 

al., 1981,1988) and (2) Dobson (Basher, 1982) UV spectrophotometers, and (3) NDACC Zenith 

Scattered Light (ZSL) DOAS UV-Visible spectrometers (Pommereau and Goutail, 1988, Hendrick et 

al., 2011). Co-locations between S5P TROPOMI and direct-sun (DS) measurements are defined as 

ñpixel contains stationò, with a maximum time difference of 3 hours. Note that direct-sun 

measurements obtained through the WOUDC archive are usually daily means of the individual 

measurements. To reduce co-location mismatch errors due to the significant difference in horizontal 

smoothing between S5P and ZSL-DOAS measurements, S5P O3 column values (from afternoon 

ground pixels at high resolution) are averaged over the footprint of the larger air mass to which the 

ground-based twilight zenith-sky measurement is sensitive. For more details about the validation 

methodology, see Lambert et al. (1997, 1999), Balis et al. (2007), Koukouli et al. (2015), Verhoelst et 

al. (2015), and Garane et al. (2018). 

4.2.2 Satellites 

S5P TROPOMI L2_O3 total ozone column data have also been compared to MetOp-A and MetOp-B 

GOME-2 ozone column data (version GDP 4.8), to Suomi-NPP OMPS-nadir ozone column data, and 

to S5P ozone column data retrieved with the other S5P operational processor (NRT vs. OFFL). 

4.2.3 Field campaigns and modelling support 

None for this report. 

4.3 Validation of L2_O3 NRTI 

4.3.1 Recommendations for data usage followed 

Data users are encouraged to read the Product Readme File (PRF), Product User Manual (PUM) and 

Algorithm Theoretical Basis Document (ATBD) associated with this data product, all available on 

https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-algorithms.  

In order to avoid misinterpretation of the data quality, it is recommended to use only those TROPOMI 

pixels associated with a qa_value above 0.5. According to validation results this criterion might be 

relaxed, but nevertheless, caution remains required for qa_value below 0.5. An alternative set of filter 

criteria for L2_O3 NRTI are the following: 

Å ozone_total_vertical_columnn should range within [0 to 0.45]; 

Å ozone_effective_temperature should range within [180 to 280]; 

Å fitted_root_mean_square should not be larger than 0.01. 

https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-algorithms
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4.3.2 Status of validation 

This section presents a summary of the key validation results obtained by the MPC VDAF and by S5P 

Validation Team (S5PVT) AO projects. It is based on updates of the preliminary results reported at the 

S5P First Public Release Validation Workshop (ESA/ESRIN, June 25-26, 2018). Individual 

contributions to the workshop are archived in https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-

5p-first-product-release-workshop/sentinel-5p, while up-to-date validation results and consolidated 

validation reports are available through the MPC VDAF Portal at http://mpc-vdaf.tropomi.eu.  

Current conclusions are based on the S5P data obtained in the operational phase E2, from May 2018 

until February 2019, and on the reference data available at the time of this report (typically until end of 

January 2019 for the Dobson and Brewer data, and up to end of February 2019 for the ZSL-DOAS 

SAOZ data). For the current report, Brewer and Dobson measurements were obtained through both 

the World Ozone and UV Radiation Data Centre (WOUDC) in Toronto and WMOôs Ozone Mapping 

Centre in Thessaloniki. ZSL-DOAS measurements were collected through the SAOZ network Real-

Time processing facility operated by LATMOS (LATMOS_RT). The validation is done using the 

Automated Validation Server of the S5P MPC VDAF, the Multi-TASTE versatile validation system 

operated at BIRA-IASB, and the ozone validation system operated at AUTH. 

 

Over the period, with respect to the reference data available at the time of this analysis, of the order of 

20 to 250 unique co-locations have been identified at about 40 Brewer and Dobson sites and at 12 

ZSL-DOAS SAOZ sites, sampling many latitudes from the Arctic to the Antarctic (Figure 1). 

 

 

Figure 1: Geographical distribution of Brewer, Dobson and ZSL-DOAS ground-based stations for which suitable 

co-locations with S5P L2_O3 NRTI ozone data have been identified (May 2018 until February 2019). 

 

https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-release-workshop/sentinel-5p
https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-release-workshop/sentinel-5p
http://mpc-vdaf.tropomi.eu/
http://mpc-vdaf.tropomi.eu/
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4.3.3 Bias 

The systematic difference between S5p L2_O3 NRTI and reference ground-based data at individual 

stations rarely exceeds 2%, as depicted in Figure 2. The median bias calculated over the entire 

ground-based networks is of the order of +0.5%, S5P reporting higher values than the networks. 

Between 50ęS and 50ęN, the mean agreement with other satellite data is mostly within 1% as well 

(Figure 3). This median bias value falls well within the mission requirements (max. bias 3.5-5%). 

 

 

Figure 2: Meridian dependence of the median (the circular markers) and spread (±1 sigma, the error bars) of the 

percent relative difference between S5P TROPOMI L2_O3 (PDGS NRTI processor v1.0.0, v1.1.1, v1.1.2 and 
v1.1.5) and ground-based (GND) ozone column data, represented at individual stations from the Antarctic to the 
Arctic and per measurement type (Brewer, Dobson, and ZSL-DOAS). The values in the legend correspond to the 
median and spread of all median (per station) differences. For clarity, sunrise and sunset ZSL-DOAS results are 
represented separately (offset by -0.5ę and +0.5ę in latitude). 

 
 

  

Figure 3: Comparison of the bias between three satellite products (S5P TROPOMI L2_O3 NRTI, GOME-2 A GDP 

4.8 and GOME-2B GDP 4.8) and Brewer (left-hand panel) and Dobson (right-hand panel) network total ozone 
data (datasets from WOUDC only). The time period of data used for these plots is May 2018 - February 2019 
(26/2/2019 for Dobsons and 1/3/2019 for Brewers). 
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4.3.4 Dispersion 

The ±1s dispersion of the difference (between S5P and reference ground-based network data) around 

their median value rarely exceeds 3-4% for the comparisons with direct-sun instruments (cf. the error 

bars depicted in Figure 2). Combining random errors in both satellite and reference measurements 

with irreducible co-location mismatch effects, it is concluded that the random uncertainty on the S5P 

measurements falls within the mission requirements of max.±2.5%. 

4.3.5 Dependence on influence quantities 

The evaluation of potential dependence of the S5P bias and dispersion on the Solar Zenith Angle 

(SZA), Air Mass Factor (AMF) and cloud fraction (CF) of the TROPOMI measurement does not reveal 

any variation of the bias larger than 2% over the range of those influence quantities.  

 

The scatter of the data comparisons of about 2-4% increases up to 7% at large SZAs beyond 80° and 

at latitudes beyond 50° (Figure 4), which is expected knowing that random errors in both satellite and 

reference measurements as well as irreducible co-location mismatch effects increase at high latitudes 

and low sun elevation. 

4.3.6 Short term variability 

Qualitatively, at all of the 50 ground-based reference stations, short scale temporal variations in the 

ozone column as captured by ground-based instruments are reproduced very similarly by S5P, as 

illustrated in Figure 5. The overall good agreement is corroborated by Pearson correlation coefficients 

always above 0.95. 

 

 

Figure 4: Dependence of the difference between S5P and ground-based Brewer ozone data on the satellite solar 

zenith angle (SZA), including a mean and standard deviation per 10-degree bin. In order to get data comparisons 

also at high SZAs beyond 80°, this graph is based on unfiltered S5P data (filtering out data with qa_value  

above the 50 threshold removes all data with SZA>80ę).  
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Figure 5: Time series of S5P and Brewer total ozone data at the NDACC station of Hohenpeißenberg (Germany). 

Original time series of co-located data are presented in the upper panel, the differences in the lower panel. The 
upward trend in the differences towards local winter is not a network-wide feature but may be related to the 
course resolution of the assumed surface albedo not representing perfectly the complexity of the actual albedo 
(patchy snow) in this mountainous region. It is not present in the OFFL product for which an effective albedo is 
retrieved.  
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4.3.7 Geographical patterns 

The bias between S5P L2_O3 and other satellite data sets exhibits patterns correlating with weather 

patterns, atmospheric circulation features, and ground albedo types. When looking at satellite datasets 

obtained from different satellites (e.g., TROPOMI on S5P in the early afternoon and GOME-2 on 

MetOp-A in the mid-morning), patterns correlating with weather structures and atmospheric circulation 

might simply reflect ï at least partly ï real ozone changes between the different satellite overpass 

times. But patterns correlating with ground albedo types cannot. Furthermore, looking at S5P ozone 

datasets retrieved from the same Level-1 data processed with different Level-1-to-2 retrieval 

algorithms, those patterns subsist, as illustrated in Figure 6 where NRTI and OFFL data are 

compared.  

 

Geographical patterns in the L2_O3 ozone data products ï revealed by comparisons with other 

satellite datasets ï are likely to be associated with differences in the processing of the cloud 

properties, in the use of either a surface albedo climatology or a fitted effective albedo, and, in the 

case of a comparison of data from two different satellites, to differences in overpass times (3.5 hours 

difference between S5p and GOME-2).  

 

 

Figure 6: Percent relative difference between S5PL2_O3 total ozone data retrieved with the NRTI and OFFL 

processors (period November 2017 through September 2018). Geographical patterns in this case cannot be 
associated with real ozone features but reveal rather the effect of using either a surface albedo climatology (NRTI 
product) or fitting an effective albedo (OFFL product).  

 

4.3.8 Other features 

None to report. 
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4.4 Validation of L2_O3 OFFL 

4.4.1 Recommendations for data usage followed 

Data users are encouraged to read the Product Readme File (PRF), Product User Manual (PUM) and 

Algorithm Theoretical Basis Document (ATBD) associated with this data product, all available on 

https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-algorithms.  

In order to avoid misinterpretation of the data quality, it is recommended to use only those TROPOMI 

pixels associated with a qa_value above 0.5. Nevertheless, it must be noted that at this threshold all 

data with solar zenith angles larger than 80° are removed, leading to a significant rejection of 

measurements at high latitudes. Validation results suggest that also measurements at larger solar 

zenith angles are reliable and hence that this cut-off at 80° is not necessary. 

According to validation results this criterion might be relaxed, but nevertheless, caution remains 

required for qa_value below 0.5. Additional filter criteria for L2_O3 OFFL are the following: 

Å ozone_total_vertical_columnn should range within [0 to 0.45]; 

Å ozone_effective_temperature should range within [180 to 280]; 

Å fitted_root_mean_square should not be larger than 0.01. 

4.4.2 Status of validation 

This section presents a summary of the key validation results obtained by the MPC VDAF and by S5P 

Validation Team (S5PVT) AO projects. It is based on updates of the preliminary results reported at the 

S5P First Public Release Validation Workshop (ESA/ESRIN, June 25-26, 2018). Individual 

contributions to the workshop are archived in https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-

5p-first-product-release-workshop/sentinel-5p, while up-to-date validation results and consolidated 

validation reports are available through the MPC VDAF Portal at http://mpc-vdaf.tropomi.eu.  

Current conclusions are based on the S5P data obtained in the operational phase E2, from May 2018 

until February 2019, and on the reference data available at the time of this report (typically until end of 

January 2019 for the Dobson and Brewer data, and up to end of February 2019 for the ZSL-DOAS 

SAOZ data). For the current report, Brewer and Dobson measurements were obtained through both 

the World Ozone and UV Radiation Data Centre (WOUDC) in Toronto and WMOôs Ozone Mapping 

Centre in Thessaloniki. ZSL-DOAS measurements were collected through the SAOZ network Real-

Time processing facility operated by LATMOS (LATMOS_RT). The validation is done using the 

Automated Validation Server of the MPC VDAF, the Multi-TASTE versatile validation system operated 

at BIRA-IASB, and the ozone validation system operated at AUTH. 

 

Over the period, with respect to the reference data available at the time of this analysis, of the order of 

20 to 250 unique co-locations have been identified at about 40 Brewer and Dobson sites and at 12 

SAOZ sites, sampling many latitudes from the Arctic to the Antarctic (Figure 7).  

4.4.3 Bias 

The systematic difference between S5p L2_O3 OFFL and reference ground-based data at individual 

stations rarely exceeds 2%, as depicted in Figure 8. The median bias calculated over the entire 

ground-based networks is of the order of +0.1%. Between 50ęS and 50ęN, the mean agreement with 

other satellite data derived with the same processor (GODFIT v4) is mostly within 1% as well (Figure 

9). This median bias value falls well within the mission requirements (max. bias 3.5-5%). 

 

https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-algorithms
https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-release-workshop/sentinel-5p
https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-release-workshop/sentinel-5p
http://mpc-vdaf.tropomi.eu/
http://mpc-vdaf.tropomi.eu/
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Figure 7: Geographical distribution of Brewer, Dobson and ZSL-DOAS ground-based stations for which suitable 

co-locations with S5P L2_O3 OFFL ozone data have been identified (period up to February 2019). 

 

 

 

Figure 8: Meridian dependence of the median (the circular markers) and spread (±1 sigma, the error bars) of the 

percent relative difference between S5P TROPOMI L2_O3 (PDGS OFFL processor v1.0.0, v1.1.1, v1.1.2 and 
v1.1.5) and ground-based (GND) ozone column data, represented at individual stations from the Antarctic to the 
Arctic and per measurement type (Brewer, Dobson, and ZSL-DOAS). The values in the legend correspond to the 
median and spread of all median (per station) differences. For clarity, sunrise and sunset ZSL-DOAS results are 
represented separately (offset by -0.5ę and +0.5ę in latitude). 
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Figure 9: Bias between three satellite products (S5P L2_O3 NRTI, OMI and OMPS GODFIT v4), and the Brewer 

(left-hand panel) and Dobson (right-hand panel) network total ozone data (datasets from WOUDC only). The time 
period of data used for these plots is May 2018 - February 2019 (26/2/2019 for Dobsons and 1/3/2019 for 
Brewers). 

4.4.4 Dispersion 

The ±1s dispersion of the difference (between S5P and reference ground-based network data) around 

their median value rarely exceeds 3-4% for the comparisons with direct-sun instruments (cf. the error 

bars depicted in Figure 8). Combining random errors in both satellite and reference measurements 

with irreducible co-location mismatch effects, it is concluded that the random uncertainty on the S5P 

measurements falls within the mission requirements of max. 2.5%. 

4.4.5 Dependence on influence quantities 

The evaluation of potential dependence of the S5P bias and dispersion on the Solar Zenith Angle 

(SZA), Air Mass Factor (AMF) and cloud fraction (CF) of the TROPOMI measurement does not reveal 

any variation of the bias larger than 2% over the range of those influence quantities.  

 

The scatter of the data comparisons of about 2-3% increases up to 5% at large SZAs beyond 80° and 

at latitudes beyond 50° (Figure 10), which is expected knowing that random errors in both satellite and 

reference measurements as well as irreducible co-location mismatch effects increase at high latitudes 

and low sun elevation. 

 
Figure 10: Dependence of the difference between S5P and ground-based Brewer ozone data on the satellite 

solar zenith angle (SZA), including a mean and standard deviation per 10-degree bin. In order to get data 
comparisons also at high SZAs beyond 80°, this graph is based on unfiltered S5P data (filtering out data with 

qa_value  above the 50 threshold removes all data with SZA>80ę).   
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4.4.6 Short term variability 

Qualitatively, at all of the 50 ground-based reference stations, short scale temporal variations in the 

ozone column as captured by ground-based instruments are reproduced very similarly by S5P, as 

illustrated in Figure 11. The overall good agreement is corroborated by Pearson correlation coefficients 

always above 0.95. 

 

 

Figure 11: Time series of S5P and Brewer total ozone data at the NDACC station of Hohenpeißenberg 

(Germany). Original time series of co-located data are presented in the upper panel, the differences in the lower 
panel. 
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4.4.7 Geographical patterns 

The bias between S5P L2_O3 and other satellite data sets exhibits patterns correlating with weather 

patterns, atmospheric circulation features, and ground albedo types. When looking at satellite datasets 

obtained from different satellites (e.g., TROPOMI on S5P in the early afternoon and GOME-2 on 

MetOp-A in the mid-morning), patterns correlating with weather structures and atmospheric circulation 

might simply reflect ï at least partly ï real ozone changes between the different satellite overpass 

times. However, patterns correlating with ground albedo types cannot. Furthermore, looking at S5P 

ozone datasets retrieved from the same Level-1 data processed with different Level-1-to-2 retrieval 

algorithms, those patterns subsist, as illustrated in Figure 6 where NRTI and OFFL data are compared.  

 

Geographical patterns in the L2_O3 ozone data products ï revealed by comparisons with other 

satellite datasets ï are likely to be associated with differences in the processing of the cloud 

properties, in the use of either a surface albedo climatology or a fitted effective albedo, and, in the 

case of a comparison of data from two different satellites, to differences in overpass times (3.5 hours 

difference between S5p and GOME-2).  

4.4.8 Other features 

None to report. 
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5 Validation Results: L2_NO2 

5.1 L2_NO2 products and requirements 

This Section reports on the validation of the following geophysical variables of the S5P TROPOMI 

L2_NO2 data products identified in Table 1: the NO2 stratospheric column and the NO2 tropospheric 

column. Validation results are discussed with respect to the product quality targets outlined in Table 3. 

5.2 Validation approach 

5.2.1 Ground-based monitoring networks 

Stratospheric NO2 ï ZSL-DOAS UV-Visible Spectrometers 

S5P TROPOMI L2_NO2 stratospheric nitrogen dioxide column data are compared routinely to 

reference measurements acquired by ZSL-DOAS (Zenith-Scattered Light Differential Optical 

Absorption Spectroscopy) UV-Visible spectrometers (Pommereau and Goutail, 1988; Hendrick et al., 

2011). Those instruments perform network operation in the context of the Network for the Detection of 

Atmospheric Composition Change (NDACC). At this stage of the S5P routine operations, most of the 

ZSL-DOAS validation data have been obtained through the SAOZ real time processing facility 

operated by the CNRS LATMOS, from the stations highlighted in Figure 12. ZSL-DOAS data have a 

bias of maximum 10% and a random uncertainty better than 1%. 

To account for effects of the photochemical diurnal cycle of stratospheric NO2, the ZSL-DOAS 

measurements, obtained twice daily at twilight at each station, are adjusted to the S5P overpass time 

using a model-based factor. The latter is calculated with the PSCBOX 1D stacked-box photochemical 

model (Errera and Fonteyn, 2001; see also Hendrick et al., 2004) initiated by daily fields from the 

SLIMCAT chemistry-transport model (CTM). The amplitude of the adjustment depends strongly on the 

SZA assigned to the ZSL-DOAS measurements. It is taken here to be 89°. The uncertainty related to 

this adjustment is of the order of 10%. To reduce mismatch errors due to the significant difference in 

horizontal smoothing between S5P and ZSL-DOAS measurements, S5P NO2 values (from ground 

pixels at high resolution) are averaged over the footprint of the air mass to which the ground-based 

zenith-sky measurements are sensitive.  

 

Figure 12: Geographical distribution of the ZSL-DOAS/SAOZ instruments measuring routinely stratospheric NO2 

and yielding, thanks to the LATMOS_RT facility, co-locations with the current S5P L2_NO2 data set. 



S5P Routine Operations Consolidated Validation Report  February 2019 S5P-MPC-IASB-ROCVR-02.0.2-20190411 

ROCVR update #02, issue 02.0.2, 2019-04-11                                                      Page 32 of 109 
 

       

 
 

 

Tropospheric NO2 ï MAX-DOAS UV-Visible Spectrometers 

S5P TROPOMI L2_NO2 tropospheric nitrogen dioxide column data are routinely compared to 

reference measurements acquired by MAXDOAS (Multi-AXis Differential Optical Absorption 

Spectroscopy) UV-Visible spectrometers. Those instruments perform network operation in the context 

of the Network for the Detection of Atmospheric Composition Change (NDACC). At the present early 

stage of S5P routine operation, three MAX-DOAS stations have contributed data. MAXDOAS 

tropospheric NO2 column data have a bias of maximum 20% and a precision better than 30% at this 

set of stations. 

Total NO2 ï Pandora Direct-Sun UV-Visible Spectrometers 

In the future, S5P TROPOMI L2_NO2 nitrogen dioxide summed column data (troposphere + 

stratosphere) will be routinely compared to reference measurements acquired by the Pandora system. 

Those instruments perform network operation in the context of the Pandonia Global Network (PGN). 

Pandora total NO2 data have a bias of maximum 10-15% and a precision of roughly 0.28 Pmolec/cm² 

(about 10%). The first comparisons (at Izana and Helsinki) have been included in the automated 

validation server. The comparison criteria on the AVS are: qa_value > 50; pixel covers site; Pandonia 

measurement with flag not 0, 1, 10 or 11 is excluded; |ȹt|<30 min; closest Pandonia measurement in 

time, In this work, comparison data from the AVS are further filtered: only Pandonia measurements 

with flag 0 or 10 are kept. 

If the Pandora instrument is situated at an elevated site above low-lying tropospheric pollution, the 

Pandora measurement can be more closely related to stratospheric NO2, but one must keep in mind a 

potential free troposphere component as well.  

5.2.2 Satellites 

S5P TROPOMI L2_NO2 nitrogen dioxide column data are also compared to similar data from the 

Ozone Monitoring Instrument (OMI) retrieved with both the QA4ECV and the IUP-UB algorithm. OMI is 

onboard the EOS-Aura satellite, launched in July 2004. 

5.2.3 Field campaigns and modelling support 

None for this report. 

 

5.3 Validation of L2_NO2 NRTI 

5.3.1 Recommendations for data usage followed 

It is recommended at the current stage to only use tropospheric NO2 measurements associated with a 

qa_value  above 0.75, in order to avoid misinterpretation of the data quality. This removes cloudy 

scenes (cloud radiance fraction > 0.5), scenes covered by snow/ice, several other errors, and 

problematic retrievals. For stratospheric NO2 retrievals, stratospheric data comparisons, tropospheric 

data assimilation or model comparisons using the averaging kernels, clouds are less of a problem, so 

that data with qa_value  above 0.5 can be used.  

 

For further details, data users are encouraged to read the Product Readme File (PRF), the Product 

User Manual (PUM), and the Algorithm Theoretical Basis Document (ATBD) associated with this data 

product. They are available on https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-

5p/products-algorithms. 

https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-algorithms
https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-algorithms
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5.3.2 Status of validation 

This section presents a summary of the key validation results obtained by the MPC VDAF and by 

S5PVT AO projects. It is based on several updates of the preliminary results reported at the S5P First 

Public Release Validation Workshop (ESA/ESRIN, June 25-26, 2018). Individual contributions to the 

workshop are archived in https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-

release-workshop/sentinel-5p, while up-to-date validation results and consolidated validation reports are 

available through the MPC VDAF Portal at http://mpc-vdaf.tropomi.eu. Current conclusions are based 

on the extended amount of reference datasets available at the time of those successive analysis, and 

on the period covered by the S5P dataset from July 2018 to February 2019.  

 

The validation is done using the Automated Validation Server of the MPC VDAF, the Multi-TASTE 
versatile validation system operated at BIRA-IASB, the validation tools of IUP-UB, and the HARP 
toolset (version 1.5). 
 

 

Figure 13: Global mean of NRTI and OFFL NO2 total column data [Pmolec/cm²] using data from the TROPOMI 

QC portal. The ±1ů standard deviations are shown as dotted lines and the number of data points for the OFFL 
data are shown by blue diamonds, divided by a factor of 5*106. Superimposed are the points of processor 
changes as yellow vertical dashed lines. The lower plot shows the difference [%] between OFFL vs. NRTI daily 
means.  

Figure 13 shows the global mean of NRTI and OFFL data for this period. Both dataset agree to each 

other within 1% after mid of July. As both datasets and their standard deviations are rather similar and 

differences to ground based columns are higher, validation results achieved with one dataset should 

also be valid for the other dataset. The larger differences for a few days in October reflect the different 

processor switch dates for NRTI and OFFL (24/10 and 16/10 respectively), and also the short period 

needed by the assimilation to make the stratospheric column consistent again with TROPOMI. 

https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-release-workshop/sentinel-5p
https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-release-workshop/sentinel-5p
http://mpc-vdaf.tropomi.eu/
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5.3.3 Bias 

Stratospheric NO2 Column 

S5P L2_NO2 NRTI stratospheric column data are generally lower than the ground-based ZSL-DOAS 

values by approximately 0.35 Pmolec/cm2, with a station-to-station scatter of this bias of similar 

magnitude (Figure 14). This is close to the mission requirement of a maximum bias of 10% (equivalent 

to 0.2-0.4 Pmolec/cm2, depending on latitude and season) ) and within the combined uncertainty of 

reference measurement and photochemical adjustment. 

 

 

Figure 14: Meridian dependence of the mean (the circular markers) and spread (±1ů error bars) of the 

differences between S5p TROPOMI L2_NO2 (NRTI) stratospheric column data and SAOZ reference data, 
represented at individual stations from the Antarctic to the Arctic. The values in the legend correspond to the 
mean of (and spread between) all mean (per station) differences. The grey belt indicates the mission requirement 
of 0.5Pmolec/cm2 precision. The combined systematic uncertainty of reference measurements and photochemical 
adjustment is also of the order of 0.55Pmolec/cm2. The time period of these comparisons is 18 July 2018 ï 1 
March 2019 (i.e. processor v 1.1.0 and up). 

Comparison with a Pandora 

The Pandora instrument at Izana is at an elevated site (2360 m) and the measured signal corresponds 
more closely to S5P L2_NO2 retrieved stratospheric column rather than the retrieved total column. 

At the date of inspection of the AVS (2019-03-04), 84 co-located points were available for comparison 
(after excluding Pandora measurements with flag=11), between 2018-11-26 and 2019-03-02. The 
mean difference of S5P L2_NO2 NRTI stratospheric column vs Pandora at Izana is -0.08±0.03 Pmolec 
cm-2 and the median difference -0.1 Pmolec cm-2. Mean and median relative difference are -1.4% and 
-4%, respectively. It should be noted that, although the Pandora instrument is above low-lying 
tropospheric pollution, it is still sensitive to NO2 in the free troposphere. This suggests therefore a 
small positive bias for S5P. 
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Tropospheric NO2 Column 

S5P L2_NO2 NRTI tropospheric columns are compared to the ground-based MAXDOAS column data 

at 4 sites in Europe (about 200 colocations). The bias is within the requirements of 50% with a station-

to-station scatter of this bias of similar magnitude. 

Comparisons S5P slant columns to OMI (IUP-UB) slant columns show good agreement with 

differences in the order of 0.1 Pmolec/cm² (roughly 3%).  

Total NO2 Column 

Comparison (summed column) data at the site Helsinki is obtained from the AVS (2019-03-04) which 

ranged from 2018-06-08 to 2018-09-9. Further filtering (excluding qa_value<0.75 for S5P NRTI NO2 

and flag=11 for Pandora) drastically reduced the number of comparison points from 96 to 18. The 

mean difference of S5P L2_NO2 NRTI total columns vs Pandora at Helsinki is 0.4±0.5 Pmolec cm-2 

and the median difference is 0.5 Pmolec cm-2. Mean and median relative differences are 13% and 

12%, respectively. 

5.3.4 Dispersion 

Stratospheric NO2 Column 

The Ñ1ů dispersion of the difference between S5p stratospheric column and ZSL-DOAS reference 

data around their mean value rarely exceeds 0.3 Pmolec/cm² at sites without tropospheric pollution (cf. 

the error bars in Figure 14). When combining random errors in the satellite and reference 

measurements with irreducible co-location mismatch effects, it can be concluded that the random 

uncertainty on the S5p stratospheric column measurements falls within mission requirements of max. 

0.5 Pmolec/cm². 

 
The Ñ1ů dispersion of the difference between S5p stratospheric column and Pandonia data at Izana is 

0.3 Pmolec/cm2 (both standard deviation and ½ of the 68 interpercentile (½ IP68)). Differences in 

dispersion arises from errors in satellite and reference measurements, and comparison errors. We 

note that in the limit of assigning all difference dispersion to errors from reference measurement and 

from comparison error, an ordinary least square regression of Pandonia versus S5P NO2 

stratospheric column results in a slope near unity (see Figure 15). 

 

Figure 15: Correlation plot of S5P NRTI stratospheric NO2 column vs Pandora, and two limiting linear 

regressions: ordinary linear least square (OLS) of S5P vs Pandora (orange), and of Pandora vs S5P (green). 
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5.3.5 Dependence on influence quantities 

Stratospheric NO2 Column 

Potential dependence of the S5P stratospheric column bias and dispersion on the Solar Zenith Angle 

(SZA), Air Mass Factor (AMF) and cloud fraction (CF) of the S5P measurement is evaluated. At this 

stage this evaluation does not reveal any variation of the bias much larger than 0.4 Pmolec/cm2 over 

the range of those influence quantities, except a more pronounced variation between large and 

intermediate AMFs and at high SZA (Figure 16). 

 

 

Figure 16: Dependence of the difference between S5P L2_NO2 NRTI and ground-based SAOZ stratospheric 

NO2 column data (only sunrise shown) on the satellite solar zenith angle (SZA), satellite cloud fraction, and 
satellite total air mass factor, including a mean and standard deviation bin (bin widths of 10 degrees in SZA, 0.1 in 
CF, and 0.5 in AMF). 

 

5.3.6 Short term variability 

Stratospheric NO2 Column 

S5P NRTI and ground-based ZSL-DOAS instruments capture similarly the short-term variability (at the 

monthly scale) of the NO2 stratospheric columns, as illustrated at the NDACC station at the 

Observatoire de Haute Provence (France) in Figure 17. The ground-based SAOZ data acquired at 

twilight were adjusted to account for the photochemical diurnal variation between twilight and the S5P 

overpass time. 
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Figure 17: Time series of S5P L2_NO2 stratospheric NO2 columns (NRTI) co-located with ground-based SAOZ 

twilight measurements performed by MATMOS at the NDACC mid-latitude station of Observatoire de Haute-
Provence (France). 

5.3.7 Geographical patterns 

Nothing to report. 

5.3.8 Other features 

Nothing to report. 
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5.4 Validation of L2_NO2 OFFL 

5.4.1 Recommendations for data usage followed 

In order to avoid misinterpretation of the data quality, it is recommended at the current stage to only 

use those TROPOMI pixels associated with a qa_value  above 0.75. This removes cloudy scenes 

(cloud radiance fraction > 0.5), scenes covered by snow/ice, several other errors, and problematic 

retrievals. As clouds are less of a problem for S5P stratospheric NO2 retrievals and for stratospheric 

data comparisons, data with qa_value  above 0.5 are nevertheless used hereafter.  

 

For further details, data users are encouraged to read the Product Readme File (PRF), Product User 

Manual (PUM) and Algorithm Theoretical Basis Document (ATBD) associated with this data product, 

all available on https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-

algorithms.  

5.4.2 Status of validation 

This section presents a summary of the key validation results obtained by the MPC VDAF and by 

S5PVT AO projects. It is based on several updates of the preliminary results reported at the S5P First 

Public Release Validation Workshop (ESA/ESRIN, June 25-26, 2018). Individual contributions to the 

workshop are archived in https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-

release-workshop/sentinel-5p, while up-to-date validation results and consolidated validation reports are 

available through the MPC VDAF Portal at http://mpc-vdaf.tropomi.eu.  

 

Current conclusions are based on the extended amount of reference datasets available at the time of 

this second analysis, and on the period covered by the S5P dataset from July 2018 to February 2019. 

The validation is done using the Automated Validation Server of the MPC VDAF, the Multi-TASTE 

versatile validation system operated at BIRA-IASB, the validation tools of IUP-UB, and the HARP 

toolset (version 1.5). 

5.4.3 Bias 

Stratospheric NO2 Column 

S5P L2_NO2 OFFL NO2 stratospheric column data are generally lower than the ground-based values 

by approximately 0.2 Pmolec/cm2, with a station-to-station scatter of this bias of similar magnitude 

(Figure 18). This is close to the mission requirement of a maximum bias of 10% (equivalent to 0.2-0.4 

Pmolec/cm2, depending on latitude and season) and within the combined uncertainty on reference 

measurements and photochemical adjustment. 

 

https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-algorithms
https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-algorithms
https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-release-workshop/sentinel-5p
https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-release-workshop/sentinel-5p
http://mpc-vdaf.tropomi.eu/
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Figure 18: Meridian dependence of the mean (the circular markers) and spread (±1ů error bars) of the difference 

between S5P TROPOMI L2_NO2 (OFFL) stratospheric column data and SAOZ reference data, represented at 
individual stations from the Antarctic to the Arctic. The values in the legend correspond to the mean and spread of 
all mean (per station) differences. The grey belt indicates the mission requirement of 0.5Pmolec/cm2 precision. 
The combined systematic uncertainty of reference measurements and photochemical adjustment is also of the 
order of 0.55Pmolec/cm2. The time period of these comparisons is 11 July 2018 ï 1 March 2019 (i.e. processor v 
1.1.0 and up). 

The S5P OFFL NO2 stratospheric column is also compared with Pandora measurements at Izana, 
following the same procedure as for NRTI (data obtained 2019-04-04 from the AVS, ranging from 
2018-11-26 to 2019-02-18). 71 comparison points are retained. The mean difference is -0.07±0.04 
Pmolec cm-2 and the median difference -0.05 Pmolec cm-2. Mean and median relative difference are -
1% and -3%, respectively. This is well within the mission requirement. 

Tropospheric NO2 Column 

Similar results as seen in NRTI are expected for the tropospheric columns. The bias of L2_NO2 OFFL 

vs. MAXDOAS at 4 sites is presented in Figure 19. The bias is mostly negative, but within the 50% 

upper limit bias requirement and mostly within the 25% requirement. Note also the large impact of 

outliers on the mean relative difference, especially in the case of Cabauw and De Bilt. 

 



S5P Routine Operations Consolidated Validation Report  February 2019 S5P-MPC-IASB-ROCVR-02.0.2-20190411 

ROCVR update #02, issue 02.0.2, 2019-04-11                                                      Page 40 of 109 
 

       

 
 

 

 
 

 

Figure 19: Bias of S5P L2_NO2 OFFL tropospheric NO2 column with respect to NDACC MAXDOAS data in 

absolute scale (top) and relative scale (bottom). Bias is expressed as: (i) the mean, (ii) the median and (iii) the 
mean of the 4-sigma-clipped difference (or relative difference). The number of colocations, and the number of 
outliers according to 4-sigma clipping, are also indicated. Note the opposite sign in absolute vs. relative difference 
means at several sites due to non-linearities at small reference measurement values. This artefact is not present 
in the median difference. 
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Comparisons of S5P to the QA4ECV OMI satellite data product have shown qualitatively good 

agreement. For instance, Figure 20 shows a direct comparison of OMI and TROPOMI tropospheric 

columns for July 2018 over East Asia. The data re-sampled to a coarse latitude-longitude grid is 

compared for each grid box (blue points) where both OMI and TROPOMI provide valid data. 

TROPOMI data is filtered as qa_value above 0.75. For OMI data, we adopted a comparable list of 

criteria as described in the QA4ECV product user manual, including cloud-radiance fraction < 0.5 

(nearly cloud free pixels only). 

 

The comparison shows that the TROPOMI and OMI retrievals correlate very well. The slant columns 

(left panel) are in very good agreement, and on average agree within 5%. There is a positive 

curvature, expected because of the higher spatial resolution of TROPOMI. In contrast, TROPOMI 

tropospheric column observations are lower than OMI by about 10%. This shows that the air-mass 

factors (AMF) are different, most likely related to the cloud retrieval which is the main difference 

affecting the AMF. The results in the figure are quite representative for what is seen in other regions. 

 

  

Figure 20: Comparison of the TROPOMI NO2 tropospheric column retrievals, for the month of July 
over East Asia, and the corresponding OMI QA4ECV v1.1 retrievals for the same month. In order to 
account for the difference in resolution, both datasets have been re-sampled on a common grid of 
0.8x0.4 degree longitude, latitude. The left plot shows the slant column divided by the geometrical air-
mass factor. The right plot shows the retrieved tropospheric column. 

 

Total NO2 Column 

Comparison data at the site Helsinki is obtained from the AVS (2019-03-04), the data ranged from 
2018-04-30 to 2018-09-9. Further filtering (excluding qa_value<0.75 for S5P NRTI NO2 and flag=11 
for Pandora) reduced the number of comparison points from 183 to 47. The mean difference of S5P 
NO2 NRTI total column vs Pandora at Helsinki is 0.4±0.3 Pmolec cm-2 and the median difference is 
0.5 Pmolec cm-2. The mean and median relative differences are 12% and 9%, respectively.  
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5.4.4 Dispersion 

Stratospheric NO2 Column 

The ±1ů dispersion of the difference between S5P and reference stratospheric NO2 column data 

around their mean value rarely exceeds 0.2 Pmolec/cm2 at sites without tropospheric pollution (cf. the 

error bars in Figure 18). Combining random errors in satellite and reference measurements with 

irreducible co-location mismatch effects, it is likely that the random uncertainty on the S5P 

stratospheric column measurements falls within mission requirements of max. 0.5 Pmolec/cm2. 

Tropospheric NO2 Column 

The reported dispersion of the difference between S5P and MAX-DOAS tropospheric column data is 

slightly larger than the precision requirement of maximum 0.7 Pmolec/cm². Figure 21 presents the 

comparison spread of S5P NO2 OFFL tropospheric column vs NDACC MAXDOAS. The spread is 

higher than the requirement of 0.7 Pmolec/cm2. One should take into account that also MAXDOAS 

random error and comparison error both contribute to the comparison spread. 

 

 

Figure 21: Spread of the difference between S5P L2_NO2 OFFL tropospheric NO2 and MAXDOAS data. Spread 

is expressed as: (i) the standard deviation, (ii) 0.5 IP68 and (iii) the standard deviation of the 4-sigma-clipped 
differences. The number of colocations, and the number of outliers according to 4-sigma clipping, are also 
indicated. 

 

Total NO2 Column 

The standard deviation of the difference between S5P total column and Pandonia data at Helsinki is 2 
Pmolec/cm2, and the ½ IP68 is 1 Pmolec/cm2. Standard deviation and ½ IP68 of the relative difference 
is 30% and 20% respectively. 
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5.4.5 Dependence on influence quantities 

Stratospheric NO2 Column 

As illustrated in Figure 22, the evaluation of potential dependence of the S5P stratospheric column bias 

and dispersion on the Solar Zenith Angle (SZA), Air Mass Factor (AMF) and cloud fraction (CF) of the 

S5p measurement does not reveal yet any variation of the bias larger than 0.3 Pmolec/cm2 over the 

range of those influence quantities.  

 

Figure 22: Same as Figure 16, but for the OFFL processing of the S5P TROPOMI L2_NO2 stratospheric NO2 

column. 

 

Tropospheric NO2 Column 

Similarly, the influence of several quantities on the S5P tropospheric NO2 column data was checked: 

solar zenith angle (SZA), viewing zenith angle (VZA), aerosol index, and cloud properties. At the 

present stage no firm conclusions can be drawn yet, due to the scarcity of comparison pairs. 
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5.4.6 Short term variability 

Short-term variability (at the daily to monthly scale) of the stratospheric NO2 column reported by the 

NDACC SAOZ instrument operated by LATMOS at the NDACC station of Observatoire de Haute 

Provence (France) is captured very similarly by S5p OFFL data, as illustrated in Figure 23. 

 

Figure 23: Time series of S5P L2_NO2 stratospheric NO2 columns (OFFL) co-located with ground-based SAOZ 

twilight measurements performed by LATMOS at the NDACC mid-latitude station at the Observatoire de Haute-
Provence (France). 

5.4.7 Geographical patterns 

Provided that the difference in spatial resolution is accounted for, S5P TROPOMI and EOS-Aura OMI 

capture very similarly the geographical distribution of the tropospheric NO2 column (e.g. above China, 

Figure 24). The very similar geographical distribution is also demonstrated in Figure 20 above, which 

shows a high spatial correlation over Asia between OMI and TROPOMI when both datasets are re-

sampled on a common grid. Similar correlations are found in other regions. 

 

 

Figure 24: Direct comparison of OMI and TROPOMI tropospheric NO2 columns for one overpass over China on 

23 February 2018. The line in the TROPOMI graph roughly indicates the edge of the available OMI retrievals. The 

patterns observed by TROPOMI (on the left of this line) match very well with all the features seen in the OMI 

QA4ECV retrievals (right panel). Note that no destriping is applied to TROPOMI, while OMI has been destriped. 

Grey areas are cloud covered and also match well. 
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6 Validation Results: L2_HCHO 

6.1 L2_ HCHO products and requirements 

This section reports on the validation of the following geophysical variables of the S5P TROPOMI 

L2_HCHO product identified in Table 1: the HCHO total column. Validation results are discussed with 

respect to the product quality targets outlined in Table 3. 

 

Notes:  

¶ The operational (E2) phase for the S5P TROPOMI mission starts with orbit #02818.  

¶ The L2_HCHO NRT product has been released in Oct. 2018 with version 01.01.02. 

¶ The L2_HCHO OFFL product has been released in Dec. 2018 with version 01.01.05. 

¶ Version 01.01.05 starts on 5 Dec. 2018 (processing date), both for NRT and OFFL. 

¶ Reprocessing of version 01.01.05 is foreseen in PDGS by end of March 2019. 

6.1.1 Recommendations for data usage followed 

In order to avoid misinterpretation of the data quality, as recommended, only those TROPOMI pixels 

associated with a qa_value above 0.5 (no error flag, cloud radiance fraction at 340 nm<0.5, 

SZA<=70°, surface albedo<=0.2, no snow/ice warning, air mass factor>0.1) have been used.  

 

For further details, including how to apply the averaging kernel and a priori profile in comparisons, data 

users are encouraged to read the Product User Manual (PUM) and Algorithm Theoretical Basis 

Document (ATBD) associated with this data product, which are available on 

https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-algorithms.  

6.2 Validation approach 

6.2.1 Ground-based networks 

S5P L2_HCHO data are validated routinely through comparisons with respect to ground-based 

measurements acquired by NDACC MAX-DOAS UV-visible and FTIR instruments performing network 

operation in the framework of NDACC. For S5P validation purposes those measurements are 

collected either automatically through EVDC or manually through S5PVT AO projects (e.g., CESAR 

AO ID 28596, and NIDFORVAL AO ID 208607).  

Fourier Transform Infrared Spectrometers 

S5P TROPOMI L2_HCHO formaldehyde column data are compared to reference measurements 

acquired at over 20 NDACC FTIR stations. FTIR measurements have a bias of maximum 17% and a 

precision better than 10% (Vigouroux et al., 2018). 

MAX-DOAS UV-Visible Spectrometers 

S5P TROPOMI L2_HCHO formaldehyde column data are routinely compared to reference 

measurements acquired by MAX-DOAS UV-Visible spectrometers. At the present early stage of S5P 

routine operation, three MAX-DOAS stations have contributed data routinely to the VDAF Automated 

Validation Server. Nine others might be available in the future through the NIDFORVAL project. MAX-

DOAS HCHO column data have a bias of maximum 20% and a precision better than 30%,. 

https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-algorithms


S5P Routine Operations Consolidated Validation Report  February 2019 S5P-MPC-IASB-ROCVR-02.0.2-20190411 

ROCVR update #02, issue 02.0.2, 2019-04-11                                                      Page 46 of 109 
 

       

 
 

 

6.2.2 Satellites 

S5P TROPOMI L2_HCHO formaldehyde column data are also compared to similar data from the 

EOS-Aura Ozone Monitoring Instrument (OMI) and to MetOp-A and B GOME-2 data (version GDP 

4.8).  

6.2.3 Field campaigns and modelling support 

Nothing in this report. 
 

6.2.4 Status of validation 

This section presents a summary of the key validation results obtained by the Validation Data Analysis 

Facility (VDAF) of the S5P Mission Performance Centre (MPC). It takes into account results obtained 

by S5P Validation Team (S5PVT) AO projects CESAR and NIDFORVAL. It is based on several 

updates of the preliminary results reported at the S5P Second Public Release Validation Workshop 

(Webex teleconference, September 29, 2018). Up-to-date validation results and consolidated 

validation reports are available through the MPC VDAF Portal at http://mpc-vdaf.tropomi.eu.  

 

Current conclusions for NRTI are based on the limited amount of reference datasets for the sites in 

Cabauw and De Bilt for the period September 2018 to February 2019. The distance between both 

sites is about 30 km with De Bilt being nearer to the city. For OFFL, the period covered by the S5P 

dataset is from June 2018 to February 2019. 

 

Up-to-date validation results and consolidated validation reports are available through the MPC VDAF 

Portal at http://mpc-vdaf.tropomi.eu.  

 

6.3 Validation of L2_ HCHO NRTI 

6.3.1 Bias 

Compared to NDACC MAXDOAS reference measurements, S5P L2_HCHO V01.01.02 NRTI HCHO 

total column data are lower by 2.2 Pmolec/cm² (-70%) at De Bilt and 0.4 Pmolec/cm² (-6%) at Cabauw. 

The urban MAXDOAS mean of 7.2 Pmolec/cm² at De Bilt is higher than at Cabauw (6.2 Pmolec/cm²), 

which is not detected by TROPOMI (5.0 vs 5.8 Pmolec/cm²). The NRTI validation with FTIR data 

showed a bias of -31%. This is all lower than the mission maximum bias requirement of 80%. 

6.3.2 Dispersion 

The NRTI validation with FTIR data showed a 4.4 Pmolec/cm2 standard deviation, which is within the 

mission requirements. 

6.3.3 Dependence on influence quantities 

Nothing to report. 

6.3.4 Short term variability 

Nothing to report. 

6.3.5 Geographical patterns 

Nothing to report. 

http://mpc-vdaf.tropomi.eu/
http://mpc-vdaf.tropomi.eu/
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6.3.6 Other features 

Nothing to report. 

 

6.4 Validation of L2_ HCHO OFFL 

Figure 25 shows an example of the global distribution of S5P OFFL HCHO tropospheric column data. 

Only data with a quality flag above 0.5 was used. Figure 26 shows the time series of the OFFL HCHO 

global mean [Pmolec/cm2] for the period from July 2018 to February 2019. The NRTI data are 

currently not available at the TROPOMI Portal for Level-2 Quality Control [ER_L2QC]. 

 

 

Figure 25: Global view of S5P V01.01.05 OFFL tropospheric HCHO column [Pmolec/cm²] for the 23rd of January 

2019. S5P data with a a qa_value below 0.5 have been rejected 
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Figure 26: Global mean of S5P OFFL HCHO total column data [Pmolec/cm²] using data from the TROPOMI 

Portal for Level-2 Quality Control [ER_L2QC]. The ±1ů standard deviations are shown as dotted lines and the 
number of data points for the OFFL data are shown by blue diamonds, divided by a factor of 5*106. Superimposed 
are the points of processor changes as yellow vertical dashed lines. 
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6.4.1 Bias 

S5P L2_HCHO V01.01.02 OFFL HCHO total column data are generally lower than the ground-based 

values by approximately -33% (MAXDOAS) and -25% (FTIR). The station-to-station scatter of this bias 

is of similar magnitude. The differences for De Bilt and Cabauw are -5.1 Pmolec/cm² (-46%) and -0.36 

Pmolec/cm² (-5%), respectively. This is lower than the mission requirement of a bias of 80%. 

 

 

 

Figure 27: Comparisons between the Aura-OMI QA4ECV HCHO product and the S5P TROPOMI L2_HCHO 

OFFL product. Daily averaged data are presented for regions in Amazon, Equatorial Africa, Europe and India.  

 

Figure 27 presents comparisons between the OMI QA4ECV HCHO product and the S5P L2_HCHO 

OFFL product for selected regions in Amazon, Equatorial Africa, Europe and India. The correlation 

between daily averaged columns ranges between 0.6 and 0.9. In Africa and India, the bias is below 

2%. In the Amazon region, we find a small negative bias of -7% mainly due to the underestimation of 

S5P columns during the first months of the commissioning phase. This can be related to a known 

issue in the cloud top pressure in the first versions of the operational processor. In Europe, S5P 

HCHO columns show a negative bias compared to OMI of about -20%. The reasons for this need to 

be further explored.  

6.4.2 Dispersion 

The Ñ1ů dispersion of the difference between S5P total column and reference data around their mean 

value is 34% for MAXDOAS and roughly 4 Pmolec/cm² (62%) for FTIR. At all stations S5P data 

comparisons show a dispersion within the requirements of 12 Pmolec/cm².  
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Figure 28: 1-sigma standard deviation of the OFFL HCHO vertical columns in the equatorial Pacific (-5°/+5° in 

latitudes), as a function of the day (x axis) and the detector row (y axis). 

 

Figure 28 presents the standard deviation of the HCHO vertical column in the remote Pacific equatorial 

region. This quantity is generally used as an estimate of the satellite product precision. From version 

01.01.02 and forward, the estimated precision is about 4-5 Pmolec/cm² for individual pixels, which is 

consistent with ground-based validation estimates. This is better than for the OMI HCHO product 

(precision of about 7 Pmolec/cm²), even for the individual 10x smaller pixels. 

6.4.3 Dependence on influence quantities 

Potential dependence of the S5P L2_HCHO OFFL HCHO column bias and dispersion on the Solar 

Zenith Angle (SZA), Air Mass Factor (AMF) and cloud fraction (CF) of the S5P measurement will be 

evaluated later when more comparison pairs will become available.  

6.4.4 Short term variability 

As shown in Figure 26, the day to day variation of the global mean is high when compared to other 

trace gases, e.g. NO2. This is also visible in Figure 29, where collocated S5P HCHO columns are 

compared to MAXDOAS measurements performed at Cabauw by KNMI. The mean relative difference 

between S5P and MAXDOAS is about 22%. But the day to day variation and the precision of each 

comparison (vertical lines) is large.  
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Figure 29: Relative difference [-] of S5P L2_HCHO V01.01.02 versus MAXDOAS tropospheric column data 

acquired by KNMI at Cabauw for the period from June 2018 until February 2019. 

 

6.4.5 Geographical patterns 

There are no obvious geographical features to detect (see Figure 25).  

6.4.6 Other features 

None to report. 
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7 Validation Results: L2_SO2 

7.1 L2_SO2 products and requirements 

This section reports on the validation of the following geophysical variables of the S5P TROPOMI 

L2_SO2 product identified in Table 1: the sulphur dioxide total column. Validation results are 

discussed with respect to the product quality targets outlined in Table 3. 

7.2 Validation approach 

7.2.1 Ground-based networks 

Boundary layer pollution (SO2 total) 

S5P TROPOMI L2_SO2 sulfur dioxide column data are compared to ground-based MAX-DOAS UV-

visible observations. However, currently the number of available stations in strongly polluted regions is 

very rare. Outside strongly polluted regions, the SO2 column is below the detection limit of both the 

MAX-DOAS and satellite measurements. For the validation of the S5P TROPOMI L2_SO2 sulphur 

dioxide column data MAX-DOAS measurements at Xianghe (China) and Greater Noida (India) were 

used so far.  

Volcanic plumes (SO2 enhanced) 

S5P TROPOMI L2_SO2 sulphur dioxide column data are compared to MAX-DOAS UV-visible 

measurements collected from the Network for Observation of Volcanic and Atmospheric Change 

(NOVAC) [ER_NOVAC]. Because of the strong SO2 concentration gradients in volcanic plumes, the 

comparison is not performed using the SO2 columns but rather using the derived SO2 fluxes. 

7.2.2 Satellites 

S5P TROPOMI L2_SO2 sulphur dioxide column data are compared to similar data from EOS-Aura 

OMI and Suomi-NPP OMPS. 

7.2.3 Field campaigns and modelling support 

S5P TROPOMI L2_SO2 sulphur dioxide column data are compared to car MAX-DOAS measurements 

performed in Lahore. 

7.2.4 Test of the expectation of zero SO2 SCDs (within detection limit) outside volcanic 

plumes and strongly polluted regions 

Outside strongly polluted regions and volcanic plumes, the atmospheric SO2 concentrations are very 

low and the corresponding SO2 columns are below the detection limit of S5P TROPOMI. Thus S5P 

TROPOMI measurements outside strongly polluted regions and volcanic plumes are used to check the 

consistency of the S5P TROPOMI L2_SO2 sulphur dioxide column data with the assumption of SO2 

slant column densities (SCD) of zero. From this test, also the spread of the S5P TROPOMI L2_SO2 

sulphur dioxide column data is quantified. 
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7.3 Validation of L2_SO2 NRTI 

The S5P L2_SO2 NRT and OFFL products are very similar, as illustrated below with a comparison of 

the SO2 SCDs of both data versions. Thus the validation activities reported hereafter, which are 

performed for the OFFL product (see Section 7.4), are also representative of the NRT data product. 

 

 

Figure 30: Comparison of the S5P NRT (top) and OFFL (bottom) SO2 data products. Shown are the time series 

of background corrected SO2 SCDs for all 450 detector rows. Courtesy of Nicolas Theys, BIRA-IASB. 
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7.3.1 Recommendations for data usage followed 

The quality of the observations depends on many factors which are taken into account in the definition 

of the qa_value. While it is a handy way of filtering observations of less quality, the ñquality assurance 

valueò should also be considered with caution, as it is a compromise to take into account several 

aspects, such as: processing errors, presence of clouds or snow/ice, observations affected by sun 

glint, South Atlantic Anomaly, possible contamination by volcanic SO2, absence of background 

correction, and important variables out of range (importantly the AMF). 

 

The qa_value is a continuous variable, ranging from 0 (error) to 1 (all is well). In order to avoid 

misinterpretation of the data quality, it is recommended at the current stage to only use those 

TROPOMI pixels associated with a qa_value above 0.5.  

 

For further details, data users are encouraged to read the Product Readme File (PRF), Product User 

Manual (PUM) and Algorithm Theoretical Basis Document (ATBD) associated with this data product, 

all available on https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-

algorithms  

7.3.2 Status of validation 

See Section 7.4.2 and following sub-sections. 

 

7.4 Validation of L2_SO2 OFFL 

7.4.1 Recommendations for data usage 

See section 7.3.1 

7.4.2 Status of validation 

The validation of the S5P TROPOMI L2_SO2 sulphur dioxide column data is mainly based on satellite 

to satellite comparisons, for which good agreement is found with OMI and OMPS measurements. 

Validation for polluted regions using ground based MAX-DOAS data is limited to two stations in 

polluted regions (Xianghe, China and Greater Noida, India) and to one field campaign in Lahore 

(Pakistan), where general good agreement was also found. However, it should be noted that for these 

comparisons the SO2 columns were mostly close to or below the detection limit of S5P TROPOMI. 

S5P TROPOMI L2_SO2 sulphur dioxide column data were also compared to ground based MAX-

DOAS measurements from the NOVAC network. However, the SO2 columns were not compared 

directly, because of the strong gradients across volcanic plumes. Instead the derived SO2 fluxes were 

compared, for which good agreement was found. Outside strongly polluted regions and volcanic 

plumes, the atmospheric SO2 SCDs were found to be consistent with the assumption of zero within the 

measurement uncertainties. From these comparisons (details are shown below) the following 

conclusions are drawn: 

¶ over polluted regions the requirements are fulfilled 

¶ over volcanic plumes the bias requirement is fulfilled, but the random requirement is often not 

fulfilled. Here it should be noted that the random requirement is very strict (0.15 ï 0.3 DU). For 

the often very high SO2 columns in volcanic plumes it is unrealistic that the random 

requirement can strictly be fulfilled, and it is recommended that the random requirement 

should be reconsidered.  

¶ from the time series of averaged SO2 SCDs (and their errors and standard deviations) it is 

concluded that the requirements are fulfilled. The bias and spread are typically below 0.2 DU. 

https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-algorithms
https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-algorithms
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Figure 31: Comparison of the average distribution (Nov 2017 ï July 2018) of the SO2 VCDs derived from 

TROPOMI and OMI for two regions with strong air pollution. Both data sets show very good agreement. Note that 
a fixed AMF of 0.4 was used for both retrievals to exclude the effect of different profile assumptions. Courtesy of 
Nicolas Theys, BIRA. 

 

 

 

Figure 32: Comparison of TROPOMI and OMPS measurements of the volcanic plume of Kilauea on 26 June 

2018. The large figure shows the original TROPOMI data. The two small figures show the spatially degraded 
TROPOMI data and the OMPS data. The figure right shows the correlation plot of the degraded TROPOMI data 
versus the collocated OMPS data. Courtesy of C. Li and N. Krotkov, NASA. 
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Figure 33: Comparison of TROPOMI SO2 VCDs to MAX-DOAS measurements at Greater Noida (close to New 

Delhi, India). The following selection criteria were applied: distance < 15km, CF<0.2, AMF>0.2, MAX-DOAS +/- 1h 
around S5P overpass. Courtesy of M. Sharma (Sharda University, India) S. Donner, S. Dörner, T. Wagner 
(MPIC), N. Theys (BIRA). 

 

 

 

Figure 34: Comparison of TROPOMI SO2 VCDs with respect to MAX-DOAS measurements (daily means) 

performed at Xianghe (China) by BIRA-IASB. The following selection criteria were applied: distance < 15km, 
CF<0.2, AMF>0.2, number of observations >10. Courtesy of N. Theys (BIRA). 
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Figure 35: Temporal evolution of the measurement error (left) and the standard deviation (right) for selected 5° 

latitude bands and 3 detector rows. Good qualitative agreement between both quantities is found indicating that 
the random uncertainty is well characterized by the measurement error. Larger errors (and standard deviations 
are found at the edges of the detector and towards high latitudes. Courtesy of N. Theys (BIRA). 

 

 

Figure 36: Temporal evolution of the averaged SO2 SCD for selected 5° latitude bands and 3 detector rows. The 

values are close to zero and show relatively small day to day variations. The larger variations in August are 
caused by strong volcanic eruptions. 

 

7.4.3 Bias 

The bias is well within requirements for observations of volcanic plumes and boundary pollution. From 

the time series of averaged SO2 SCDs it is estimated that the bias is within 0.2 DU. 

 



S5P Routine Operations Consolidated Validation Report  February 2019 S5P-MPC-IASB-ROCVR-02.0.2-20190411 

ROCVR update #02, issue 02.0.2, 2019-04-11                                                      Page 58 of 109 
 

       

 
 

 

7.4.4 Dispersion 

The dispersion is well within requirements for observations boundary pollution. For observations of 

strong volcanic plumes the dispersion is slightly above the requirements. However, here it should be 

noted that the requirements (0.15-0.3 DU) are quite strict and should be reconsidered. The slightly 

larger dispersion over strong volcanic plumes is not seen as a substantial restriction of the data 

quality. From the time series of the standard deviation of the SO2 SCDs it is estimated that the 

dispersion is within 0.2 DU. 

7.4.5 Dependence on influence quantities 

Slightly larger bias and dispersion are found towards higher SZA. 

7.4.6 Short term variability 

The short term variability can be estimated from the time series of averaged SO2 SCDs (outside 

periods with strong volcanic eruptions). It is estimated to below about 0.1 DU. 

7.4.7 Geographical patterns 

Slightly larger bias and dispersion are found towards higher latitudes (effect of high SZA). 

7.4.8 Other features 

None to report. 
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8 Validation Results: L2_CO 

8.1 L2_CO products and requirements 

This section reports on the validation of the following geophysical variables of the S5P TROPOMI 

L2_CO product identified in Table 1: the carbon monoxide total column. Validation results are 

discussed with respect to the product quality targets outlined in Table 3. 

8.2 Validation approach 

8.2.1 Ground-based networks 

S5P TROPOMI L2_CO carbon monoxide column data are routinely compared to reference 

measurements obtained from FTIR spectrometers performing network operation in the context of the 

Network for the Detection of Atmospheric Composition Change (NDACC, http://ndacc.org) and the 

Total Carbon Column Observing Network (TCCON, https://tccondata.org). Figure 37 displays the 

geographical distribution of the NDACC and TCCON sites. Near-infrared TCCON measurements 

provide CO column averaged (xCO) data with typical uncertainty values of 2% for the bias and 1% for 

the precision. Solar infrared NDACC measurements provide CO total column data with a typical total 

uncertainty of 3%.  

 

Figure 37: Geographical distribution of NDACC and TCCON FTIR stations measuring atmospheric carbon 

monoxide column data. Some sites contribute to both networks. 

 

8.2.2 Satellites 

None for this report. 

8.2.3 Field campaigns and modelling support 

None for this report. 

 

http://ndacc.org/
https://tccondata.org/
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8.3 Validation of L2_CO NRTI 

8.3.1 Recommendations for data usage followed 

The Product Readme File (PRF) recommends the use of only S5P data with a qa_value  above 0.5. 

Due to faulty values of this parameter in the data with processor version below 010202, and in order to 

have a consistent filtering for the entire time series in this report, the validation results reported 

hereafter have been obtained by filtering the S5P pixels using the parameters mentioned in the PRF: 

solar zenith angle is below 80°, satellite zenith angle below 65°.  

 

We distinguish three cases based on cloud filtering: 

1. Clear sky: cloud height below 500 m and cloud optical depth below 0.5 

2. Cloud: cloud height below 5000 m and cloud optical depth above 0.5 

3. All: cloud height below 5000 m 

 

It is important to realize that the filtering we applied may still contain outlying S5P CO column data 

which would have been filtered out by imposing qa_value  above 0.5 (e.g., sunglint, see Figure 51). 

 

For further details, data users are encouraged to read the Product Readme File (PRF), Product User 

Manual (PUM) and Algorithm Theoretical Basis Document (ATBD) associated with this data product, 

all available on https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-

algorithms.  

 

8.3.2 Status of validation 

This section presents a summary of the key validation results obtained by the MPC VDAF and by the 

S5PVT AO project TCCON4S5P. It is based on several updates of the preliminary results reported at 

the S5P First Public Release Validation Workshop (ESA/ESRIN, June 25-26, 2018). Individual 

contributions to the workshop are archived in https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-

5p-first-product-release-workshop/sentinel-5p, while up-to-date validation results and consolidated 

validation reports are available through the MPC VDAF Portal at http://mpc-vdaf.tropomi.eu.  

 

Current conclusions are based on the limited amount of reference measurements available at the time 

of this analysis, and on the period covered by the initial S5P dataset (May 2018 through December 

2018). Time series plots are extended with the non-public NRTI CO data with processor 01.00.01, so 

that a longer time period is covered to present the results. The validation is done using the Automated 

Validation Server of the MPC VDAF, the CO validation system operated at BIRA-IASB, and the HARP 

toolset (version 1.4). 

 

For the comparison TROPOMI observations are co-located with the TCCON measurements by 

selecting all filtered TROPOMI pixels within a radius of 50 km around each station and with a maximal 

time difference of 1h for TCCON and 6h for NDACC observations. The 1 hours interval can be justified 

by noting that TCCON instruments acquire only one type of spectra, while NDACC instruments are 

supposed to measure different type of spectra, making the CO observations more sparse. The 

validation setup adapts the TROPOMI CO column to the altitude of the groundbased FTIR instrument. 

 

https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-algorithms
https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-algorithms
https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-release-workshop/sentinel-5p
https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-release-workshop/sentinel-5p
http://mpc-vdaf.tropomi.eu/
http://mpc-vdaf.tropomi.eu/
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8.3.3 Bias 

The systematic difference between daily mean co-locations is on average 11% for both the NDACC 

and TCCON networks. At some sites this is exceeded typically because of the currently limited amount 

of co-locations or geographical colocation issues (e.g., mountain stations). This bias value falls well 

within the mission requirements. Figure 39 (NDACC) and Figure 40 (TCCON) display the mean biases 

for the full time period (May 2018 ï December 2018) sorted by latitude. It seems that there is no 

latitudinal dependence of the bias. Figure 38 does not show any significant degradation in bias in time 

(note that the longer time period covers different processor versions). Figure 38 also shows a slight 

increase of bias during local winter, but due to the limited time period it is too early to make 

conclusions on seasonal cycle of the bias. 

 

 

 

Figure 38: Mosaic plots of relative biases between S5P L2_CO NRTI and NDACC (top) and TCCON (bottom) 

FTIR measurements. The plots do not show a clear meridian dependence or temporal change in the biweekly 
averaged biases for the time period May 2018 ï December 2018. 

 



S5P MPC Routine Operation Validation Report  February 2019 S5P-MPC-IASB-ROCVR-02.0.2-20190411 

ROCVR update #02, issue 02.0.2, 2019-04-11                                                      Page 62 of 109 

 

 

 
Figure 39: Bar chart of relative mean difference for 17 NDACC FTIR sites for all data within the time range from Nov 2017 till December 2018. The sites are sorted with 

decreasing latitude. All biases are below 15% except at Altzomoni, which is a mountain city near Mexico City: the higher bias is due to the chosen pixel selection criteria, 
here higher concentration pixels near the city are taken into account in the average. Arrival Height (Antarctic) also shows an increased bias.  

 

 

 
Figure 40: Bar chart of relative mean difference for 26 TCCON sites for all data within the time range May 2018 till December 2018. The sites are sorted with decreasing 

latitude. All biases are below 15% except at Karlsruhe where the bias goes below 15% when applying smoothing by substituting the a priori. 
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8.3.4 Dispersion 

The 1s dispersion of the relative mean bias around its mean is of the order of 5%. The individual 

values for the different sites are indicated in Figure 39 for NDACC and Figure 40 for TCCON. This 

dispersion can be considered as an upper boundary of the (random) uncertainty of the satellite data.  

8.3.5 Dependence on influence quantities 

At this stage, the evaluation of potential dependence of the S5P bias and spread on the Solar Zenith 

Angle (SZA) does not reveal any significant variation.  

 
Figure 41: Relative difference (daily mean) between S5P L2_CO NRTI and NDACC FTIR carbon monoxide total 

column as a function of the TROPOMI solar zenith angle, in the óallô case. 

 

8.3.6 Short term variability 

For all the NDACC and TCCON stations, short scale temporal variations in the CO column as captured 

by ground-based instruments are reproduced very similarly by S5P L2_CO NRTI. This overall good 

agreement is confirmed by individual Pearson correlation coefficients well above 0.6 and on average 

reaching almost 0.9 (Figure 42). 
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Figure 42: Taylor diagrams for daily mean differences between S5P L2_CO NRTI and network CO data: NDACC 

(top) and TCCON (bottom) for our all case of pixel selection criteria. 
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8.3.7 Geographical patterns 

Single TROPOMI overpasses show stripes of erroneous CO values < 5% in the flight direction, 

probably due to calibration issues of TROPOMI, see e.g. Figure 43. This data quality issue is known 

but not covered by the quality flags, and should be kept in mind when looking at the carbon monoxide 

product and also at preliminary validation results. How this can be removed from the data is discussed 

in the PRF and is subject to further investigation in the framework of instrument calibration. 

 

Figure 43: Example of stripe patterns in L2_CO OFFL data along a S5P orbit above Europe. 

 

8.3.8 Other features 

NRTI granules from one S5P orbit have overlapping pixels. In order to avoid duplicated pixels in the 

validation statistics, pixels from the first 12 scanlines have been filtered. 

 

The qa_value  is incorrect in data files produced with processor version below 01.02.02. In processor 

version below 01.02.02 it includes an unintended filter of sunglint events. Using the qa_value  to filter 

pixels has a much finer implementation compared to the filter used in this validation. In future 

validation reports (when a longer time series is available), the qa_value  will be used to filter spectra.  
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Figure 44: Geographical patterns of qa_value  associated with the L2_CO OFFL data product on Sept 9 2018, 

for all pixel passing the ALL filter used in the validation pixel selection criteria. Filtering of sun-glint events is not 
taken into account and may affect the results for island stations like Reunion Island, Izaña (Tenerife), Ascension 
Island, and Mauna Loa (Hawaii). 

 

 

8.4 Validation of L2_CO OFFL 

8.4.1 Recommendations for data usage followed 

The Product Readme File (PRF) recommends the use of only S5P data with a qa_value  above 0.5. 

Due to faulty values of this parameter in the data with processor version below 010100, and in order to 

have a consistent filtering for the entire time series in this report, the validation results here are 

obtained by filtering the pixels using the parameters mentioned in the PRF: solar zenith angle is below 

80°, satellite zenith angle below 65°.  

 

We distinguish three cases based on cloud filtering: 

4. Clear sky: cloud height below 500 m and cloud optical depth below 0.5 

5. Cloud: cloud height below 5000 m and cloud optical depth above 0.5 

6. All: cloud height below 5000 m 

 

It is important to realize that the filtering we applied may still contain outlying S5P CO column data 

which would be filtered by imposing qa_value  above 50 (eg sunglint, see Figure 51). In future 

reports, when the time series is extended, the qa_value  > 50 will be used as an additional parameter 

for pixel selection. 

 

For further details, data users are encouraged to read the Product Readme File (PRF), Product User 

Manual (PUM) and Algorithm Theoretical Basis Document (ATBD) associated with this data product, 

all available on https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-

algorithms.  

https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-algorithms
https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-algorithms
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8.4.2 Status of validation 

This section presents a summary of the key validation results obtained by the MPC VDAF and by 

S5PVT AO projects. It is based on several updates of the preliminary results reported at the S5P First 

Public Release Validation Workshop (ESA/ESRIN, June 25-26, 2018). Individual contributions to the 

workshop are archived in https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-

release-workshop/sentinel-5p, while up-to-date validation results and consolidated validation reports are 

available through the MPC VDAF Portal at http://mpc-vdaf.tropomi.eu.  

 

Current conclusions are based on the amount of reference measurements available at the time of this 

analysis, yielding comparison pairs from July 2018 through December 2018. Time series plots are 

extended with the non-public RPRO and OFFL CO data with processor 01.00.01, so that a longer time 

period is covered to present the results. The validation is done using the Automated Validation Server 

of the MPC VDAF, the CO validation system operated at BIRA-IASB, and the HARP toolset (version 

1.4). 

 

For the comparison TROPOMI observations are co-located with the TCCON measurements by 

selecting all filtered TROPOMI pixels within a radius of 50 km around each station and with a maximal 

time difference of 3h for TCCON and 6h for NDACC observations. The 3 hours interval can be justified 

by noting that TCCON instruments acquire only one type of spectra, while NDACC instruments are 

supposed to measure different type of spectra, making the CO observations more sparse. The 

validation setup adapts the TROPOMI CO column to the altitude of the groundbased FTIR instrument. 

 

8.4.3 Bias 

The systematic difference between daily mean co-locations is on the average 8% for both the NDACC 

and TCCON networks. At some sites this is exceeded typically because of the currently limited amount 

of co-locations or geographical colocation mismatch issues (e.g., at mountain stations.) This bias 

value falls well within the mission requirements. Figure 46 and Figure 47 show the biases for the full 

time period (Nov 2017 ï September 2018) sorted by latitude. Given the restricted time period, it seems 

that there is no latitudinal dependence of the bias. Figure 45 does not show any significant 

degradation in bias in time (note that the longer time period covers different processor versions). 

Figure 45 also shows a slight increase of bias during local winter, but due to the limited time period it 

is too early to make conclusions on seasonal cycle of the bias. 

 

https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-release-workshop/sentinel-5p
https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-release-workshop/sentinel-5p
http://mpc-vdaf.tropomi.eu/
http://mpc-vdaf.tropomi.eu/
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Figure 45: Mosaic plots of relative biases between S5P L2_CO OFFL and ground-based CO column data at 

NDACC (top) and TCCON (bottom) stations. Over the Dec. 2017 ï Dec. 2018 time period the plots do not show a 
clear meridian dependence or temporal change in the biweekly averaged biases. 
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Figure 46: Bar chart of relative mean difference between S5P and FTIR CO column data at 17 NDACC sites within the time range Nov 2017 till Dec 2018. The sites are 

sorted with decreasing latitude. All biases are below 10% except at Altzomoni, which is a mountain city near Mexico City: the higher bias is due to the chosen pixel selection 
criteria, here higher concentration pixels near the city are taken into account in the average. Note also that in some cases the number of measurement days is limited 

 

Figure 47: Bar chart of relative mean difference between S5P and FTIR CO column data at 26 TCCON sites for all data within the time range Nov 2017 till Dec 2018. The 

sites are sorted with decreasing latitude. The majority of the biases are below 10% except Anmeyondo where the bias exceeds over 15%, however there were only two 
days of coincidence so only a limited time period is covered and the statistics is not reliable. 
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8.4.4 Dispersion 

The 1s dispersion of the relative mean bias around its mean is of the order of 5%. The individual 

values for the different sites are indicated in Figure 46 for NDACC and Figure 47 for TCCON. This 

dispersion can be considered as an upper boundary of the random uncertainty of the satellite data.  

8.4.5 Dependence on influence quantities 

At this stage, the evaluation of potential dependence of the S5P bias and spread on the Solar Zenith 

Angle (SZA) does not reveal any significant variation.  

 

Figure 48: Relative difference (daily mean) between S5P L2_CO OFFL and NDACC carbon monoxide total 

column as a function of the TROPOMI solar zenith angle, in the óallô case. 
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8.4.6 Short term variability 

For all the NDACC and TCCON stations, short scale temporal variations in the CO column as captured 

by ground-based instruments are reproduced very similarly by S5P L2_CO OFFL. This overall good 

agreement is confirmed by individual Pearson correlation coefficients well above 0.6 and on average 

reaching almost 0.9 (Figure 49). 

 

Figure 49: Taylor diagrams for daily mean differences between S5P L2_CO OFFL and ground-based networks 

CO data: NDACC (top) and TCCON (bottom) for our all case of pixel selection criteria. 
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8.4.7 Geographical patterns 

Single TROPOMI overpasses show stripes of erroneous CO values < 5% in the flight direction, 

probably due to calibration issues of TROPOMI, see e.g. Figure 50. This data quality issue is known 

but not covered by the quality flags, and should be kept in mind when looking at the carbon monoxide 

product and also at preliminary validation results. How this can be removed from the data is discussed 

in the PRF and is subject to further investigation in the framework of instrument calibration. 

 

Figure 50: Example of stripe patterns in L2_CO OFFL data along a S5P orbit above Europe. 

 

8.4.8 Other features 

The qa_value  is incorrect in data files produced with processor version below 01.01.00. In processor 

version 01.01.00 it includes an unintended filter of sunglint events. Using the qa_value  to filter pixels 

has a much finer implementation compared to the filter used in this validation. In future validation 

reports (when a longer time series is available), the qa_value  will be used to filter spectra.  
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Figure 51: Geographical patterns of qa_value  associated with the L2_CO OFFL data product on Sept 9 2018, 

for all pixel passing the ALL filter used in the validation pixel selection criteria. Filtering of sun-glint events is not 
taken into account and may affect the results for island stations like Reunion Island, Izaña (Tenerife), Ascension 
Island, and Mauna Loa (Hawaii). 
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9 Validation Results: L2_CLOUD 

9.1 L2_CLOUD products and requirements 

This section reports on the validation of the following geophysical variables of the S5P TROPOMI 

L2_CLOUD product identified in Table 1: the Cloud Fraction (CF), the Cloud Height (CH), and the 

Cloud Optical Thickness (COT). Validation results are discussed with respect to the product quality 

targets outlined in Table 3. 

9.2 Validation approach 

9.2.1 Ground-based networks 

S5P TROPOMI L2_CLOUD cloud data have been routinely compared at 9 ground-based stations 

(Table 5) to reference lidar/radar data from the cloud target classification product of the CLOUDNET 

and ARM ground-based networks [ER_Cloudnet]. Cloud base height, cloud top height and a vertical 

cloud classification profile (resolution <100 m) are provided each 30 s, typically.  

 

Station Location Network Latitude (N) Longitude (E) 

Ny-Ålesund Svalbard CLOUDNET 78.932 11.921 

Mace Head Ireland CLOUDNET 53.325 -9.9 

Lindenberg Germany CLOUDNET 52.211 14.13 

Chilbolton United Kingdom CLOUDNET 51.145 -1.437 

Jülich Germany CLOUDNET 50.909 6.413 

Palaiseau France CLOUDNET 48.713 2.208 

Munich Germany CLOUDNET 48.15 11.57 

Potenza Italy CLOUDNET 40.6 15.72 

Graciosa Azores ARM 39.092 -28.026 

Table 5 ï List of ground-based stations providing the cloud classification data product, and used in this study: 8 

CLOUDNET sites and 1 ARM (Atmospheric Radiation Measurement) site. Data is obtained from the ACTRIS 
portal and/or from EVDC. 

9.2.2 Satellites 

S5P TROPOMI L2_CLOUD cloud data have also been compared to MODIS and VIIRS NASA non-

operational product1. The comparison with MODIS allows only for daily means validation whereas the 

comparison against VIIRS offers a pixel-by-pixel validation of the product.  

9.2.3 Field campaigns and modelling support 

None for this report. 

                                                      
1 The VIIRS cloud datasets were obtained from a pre-production code run specifically for limited S5P team 
analysis. The VIIRS cloud algorithm is based on the MODIS Collection 6 algorithms [https://modis-
atmosphere.gsfc.nasa.gov/documentation/collection-6; Platnick et al. (2017). Note that important changes to 
some algorithms have been required to account for missing MODIS spectral channels, including the use of the 
NOAA Algorithm Working Group (AWG) Cloud Height Algorithm developed by A. Heidinger et al. (2009) as a 
replacement for the MODIS CO2 slicing algorithm. 
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9.3 Validation of L2_CLOUD NRTI 

9.3.1 Recommendations for data usage followed 

As recommended, only those TROPOMI ground pixels associated with a qa_value  above 0.5 have 

been assessed here. The qa_value  summarizes the quality of the product by taking into 

consideration several aspects like the spectral channel quality flags from L1B data, geometry 

limitations (e.g. not reliable retrievals for SZA>75o), inhomogeneous scene warnings, high residual of 

the fitting process etc.  

 

Some of the known data quality issues are not covered by the quality flags and have been considered 

when interpreting the validation results reported hereafter. Those issues are:  

1. instrumental feature: spatial mis-registration between TROPOMI bands 3-4 (OCRA, UV trace 

gas fitting window) and band 6 (ROCINN fitting window), 

2. insensitivity to very thin clouds,  

3. treatment of multi-layer clouds,  

4. treatment of ice clouds,  

5. snow/ice conditions,  

6. unknown straylight impact in the NIR,  

7. saturation (note that the L1B flagging works well, only blooming isnôt flagged correctly yet), 

8. NRTI data gaps northern hemisphere,  

9. some ground pixels contain cloud-height values close to the a-priori. This behavior is related 

to the current setting of the inversion algorithm. Optimized regularization parameters are under 

investigation 

 

For further details, data users are encouraged to read the Product Readme File (PRF), Product User 

Manual (PUM) and Algorithm Theoretical Basis Document (ATBD) associated with this data product, 

all available on https://sentinels.copernicus.eu/web/sentinel/technical-guides/sentinel-5p/products-

algorithms. 

9.3.2 Status of validation 

This section presents a summary of the key validation results obtained by the MPC VDAF and by 

S5PVT AO projects. It is based on several updates of the results reported at the S5P First Public 

Release Validation Workshop (ESA/ESRIN, June 25-26, 2018). Individual contributions to the 

workshop are archived in https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-

release-workshop/sentinel-5p, while up-to-date validation results and consolidated validation reports are 

available through the MPC VDAF Portal at http://mpc-vdaf.tropomi.eu.  

 

Current conclusions are based on the limited amount of reference measurements available at the time 

of this analysis, resulting on a limited amount of comparison pairs. The validation vs. CLOUDNET 

ground-based data uses S5P CLOUD NRTI data from version 01.01.01 up to 01.01.05. This covers 

the time period 2018-07-18 to February 2019. CLOUDNET data from 9 sites were considered in this 

analysis. Note that with the current choice of processor versions and co-location criteria, there are no 

co-location pairs at Potenza and Graciosa, and only 3 pairs at Ny-Ålesund. 

Validation approach and conclusions are similar as for the S5P RPRO+OFFL, but due to the shorter 

time interval less co-located data is available. We keep the discussion in the NRTI section therefore 

minimal. For details on the validation approach see the OFFL section. 

https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-release-workshop/sentinel-5p
https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-release-workshop/sentinel-5p
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9.3.3 Bias 

Comparison vs. CLOUDNET 

S5P CLOUD CAL cloud top height (CTH): As shown in Figure 52, mean relative difference of S5P 

CLOUD CAL CTH vs CLOUDNET CTH is mostly within the 20% upper limit bias requirement.  

 

S5P CLOUD CRB cloud height (CH): As shown in Figure 53, mean relative difference of S5P 

CLOUD CRB CH vs CLOUDNET cloud mean height is most often negative but mostly within the 20% 

upper limit bias requirement. 

 

 

 

Figure 52: Relative bias of S5P NRTI CLOUD CAL Cloud Top Height data (CTH) with respect to CLOUDNET 

CTH. The bias is expressed as a mean relative difference and median relative difference. Upper limit bias 
requirement of 20% is indicated by dashed lines. Versions considered are NRTI 01.01.01, 01.01.02 and 01.01.05. 
Sensing times considered between 2018-07-18 (start 01.01.01) and 2019-02-26. 
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Figure 53: Relative bias of S5P NRTI CLOUD CRB Cloud Height data (CH) vs CLOUDNET mean cloud height. 

The bias is expressed as a mean relative difference and median relative difference. Upper limit bias requirement 
of 20% is indicated by dashed lines. See note about data versions and sensing times in caption of Figure 52. 

 
For both CAL CTH and CRB CH, it must be considered that also CLOUDNET error, and comparison 

error, contribute to the comparison spread, and these contributions have not been quantified yet. 

Moreover, CLOUDNET cloud (top) height and S5P CLOUD cloud (top) height do not exactly represent 

the same physical quantity. Therefore perfect agreement cannot be expected. 

Comparison vs. satellites 

A negative bias in the cloud top height and a positive bias in the cloud optical thickness has been 

found. Possible bias in the cloud fraction is difficult to be identified because of the comparison of 

radiometric cloud fraction from TROPOMI against geometrical cloud fraction from MODIS/VIIRS. 

 

9.3.4 Dispersion 

Comparison vs. CLOUDNET 

S5P CLOUD CAL CTH: Figure 54 shows that the standard deviation of the difference, and the 0.5 

IP68 exceeds the random error dispersion requirement in most cases.  

 

S5P CLOUD CRB CH: Figure 55 shows that both the standard deviation of the difference and the 0.5 

IP68 exceed the random error dispersion requirement in most cases.  

 

For both CAL CTH and CRB CH, it must be considered that also CLOUDNET random error, and 

comparison error, contribute to the comparison spread, and these contributions have not been 

quantified yet. 
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Figure 54: Dispersion of S5P CLOUD CAL CTH vs. CLOUDNET CTH, expressed as (i) the sample standard 

deviation and (ii) 0.5 of the 68% interpercentile (0.5 IP68). See note about data versions and sensing times in 
caption of Figure 52. 

 

 

 

Figure 55: Dispersion of S5P CLOUD CRB CH vs. CLOUDNET CH, expressed as (i) the sample standard 

deviation and (ii) 0.5 of the 68% interpercentile (IP68). See note about data versions and sensing times in caption 
of Figure 52. 
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9.3.5 Dependence on influence quantities 

The S5P L2_CLOUD NRTI cloud fraction gets unphysically high values at very large SZAs (above 85 

degrees) due to very weak illumination. The other cloud parameters might also be affected for high 

SZAs due to limitation in the RTM treatment of spherical atmosphere. 

 

9.3.6 Short term variability 

N.A. 

 

9.3.7 Geographical patterns 

The geographical patterns are closely linked to the effects of the solar zenith angle mentioned above.  
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9.4 Validation of L2_CLOUD OFFL 

All conclusions drawn for the L2_CLOUD NRTI processing apply to the L2_CLOUD OFFL processing 

since the two processing chains are practically identical. 

9.4.1 Status of validation 

This section presents a summary of the key validation results obtained by the MPC VDAF and by 

S5PVT AO projects. It is based on several updates of the preliminary results reported at the S5P First 

Public Release Validation Workshop (ESA/ESRIN, June 25-26, 2018). Individual contributions to the 

workshop are archived in https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-

release-workshop/sentinel-5p, while up-to-date validation results and consolidated validation reports are 

available through the MPC VDAF Portal at http://mpc-vdaf.tropomi.eu. Current conclusions are based 

on the limited amount of reference measurements available at the time of this analysis, and on the 

period covered by the S5P dataset available at the time of this report.  

 

Regarding the validation vs. CLOUDNET, S5P CLOUD RPRO and OFFL data from version 01.01.02 

up to 01.01.05 was used. This covers the time period from 2017-11-07 through February 2019. Note 

(i) that in case of overlapping orbits, 01.01.05 was preferred, and (ii) that at the time of producing 

these results, production of the reprocessed files RPRO 01.01.05 was not entirely finished. 

CLOUDNET data from 9 sites were considered in this analysis. Filter and collocation criteria were as 

follows: 

¶ qa_value  of S5P CLOUD > 0.5; 

¶ S5P cloud fraction > 0.5; 

¶ the S5P ground pixel must overpass the CLOUDNET instrument site; 

¶ the CLOUDNET measurement must be within 100 s of the S5P overpass. The closest 

measurement in time is selected. Typically the time difference is about 8 s; 

¶ if no cloud or a multilayer cloud is detected according to the CLOUDNET vertical cloud 

classification profile, it is rejected. 

 

S5P CLOUD CAL cloud top height (CTH) is compared to CLOUDNET cloud top height. S5P CLOUD 

CRB cloud height is compared to the mean CLOUDNET height, as calculated from the vertical cloud 

profile. CLOUDNET data was obtained from EVDC. The validation is done using the HARP toolset 

(version 1.5) and the Multi-TASTE versatile validation system. 

9.4.2 Bias 

Comparison vs. CLOUDNET 

L2_CLOUD CAL cloud top height is generally below the CLOUDNET cloud top height. A typical case 

is provided for the CLOUDNET site at Jülich (Figure 56, Figure 57). The monthly mean S5P CAL 

CTH generally follows the trend of the CLOUDNET cloud top height (Figure 56). This is corroborated 

by the high Pearson correlation coefficient of 0.86 (Figure 57). In absolute scale terms, the 

overestimation is higher for high clouds (Figure 57). On the other hand, Figure 57 makes clear that 

the 20% upper limit requirement on the bias becomes very strict for low clouds. 

 

It is noted (Figure 57) that after the switch between RPRO and OFFL data (at 2018/08/01) the offset 

between CLOUDNET and S5P CLOUD CAL CTH is largely reduced, but the amount of OFFL data 

after 2018/08/01 is still limited. This has to be re-evaluated when more OFFL data becomes available. 

https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-release-workshop/sentinel-5p
https://nikal.eventsair.com/QuickEventWebsitePortal/sentinel-5p-first-product-release-workshop/sentinel-5p
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Figure 56: Time series of S5P CLOUD CAL (RPRO and OFFL, processor version 01.01.02) CTH vs. CLOUDNET 

CTH at Jülich. The monthly mean of both is also provided. Green vertical line: end of commissioning phase/start 
of operational phase. Versions considered are RPRO and OFFL 01.01.02 and 01.01.05, with preference for 
01.01.05 where overlapping occurred. Sensing times considered between 2017-11-07 (start RPRO 01.01.02) and 
2019-02-26. Note that RPRO 01.01.05 processing was up to orbit 5152 when these figures were generated. 

 

 

Figure 57: Correlation plot of S5P L2_CLOUD CAL (RPRO and OFFL, processor version 01.01.02 and 01.01.05) 

CTH vs. CLOUDNET CTH at Jülich. The colour indicates the S5P L2_CLOUD cloud fraction. Crossed points 
indicate 01.01.02 data, the other points are 01.01.05 data. Dashed line is the 1:1 line and dash-dotted line the 
20% bias requirement. See note about data versions and sensing times in the caption of Figure 56. 
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At most sites the CLOUD CAL top height is lower than the CLOUDNET top height, with the notable 

exception of Ny-Ålesund. 

 

 

Figure 58: Bias between S5P CLOUD CAL CTH and CLOUDNET CTH, expressed as mean and median 
difference in km, per site. See note about data versions and sensing times in the caption of Figure 56. 

 

 

Figure 59: Relative bias of S5P CLOUD CAL CTH vs. CLOUDNET CTH, expressed as mean and median relative 

difference, per site. The upper limit bias requirement (20%) is indicated by a dashed line. See note about data 
versions and sensing times in the caption of Figure 56. 




















































